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Abstract 
As Europe transitions away from coal-fired power plants, there is an opportunity to 

reshape the electrical infrastructure. Many of the current plans are to make a switch 

to natural gas, another fossil fuel. Refurbishing existing power plants has several 

advantages. Components can be put to a new purpose. Employees of the plant can 

remain in their capacity. The locations are connected to the electricity and the district-

heating grid. Whilst natural gas can have relatively low emissions and address peak 

loads, it is a fossil fuel with high marginal costs and its sourcing can be 

problematized. There is an alternative to consider: Thermal Energy Storage system.  

The literature regarding the retrofit of operating power plants with thermal energy 

storage is improving the key performance indicators of an existing power plant. This 

paper determines the technoeconomic feasibility of replacing the boiler as the source 

of heat. A thermal energy storage system is more profitable in energy markets where 

the price varies in a forecastable way. To determine the technoeconomic feasibility a 

bi-level optimization is carried out. The first step is a deterministic analysis of 

dispatch and then genetic optimization for the sizing. The optimization relies on open-

source software for replicability and further development. The economic aspects are 

Net Present Value, capital expenses, Power Purchase Agreement price, and 

Levelized Costs of Storage. Technical aspects are round trip efficiency, Capacity 

Factor, Utilization Factor, and carbon dioxide emissions from the grid or fuels.  

For the electricity markets analyzed in detail here, it is possible to find a solution with 

a high but competitive Levelized Costs of Storage of 300 €/MWh. It is possible for a 

district heating grid connected to Combined Heat and Power plants to achieve 

competitive Levelized Costs of Heating of circa 50€/MWh. Technical parameters 

have highlighted the importance of round-trip efficiency.  

The results show that even with optimistic assumptions regarding capital costs, 

operational costs, and electricity market variations, price arbitrage is not an 

economically feasible business model for repurposing coal-fired power plants. It is 

possible to find insights regarding the relative sizing of Carnot Battery components 

and the properties of the electricity market. Round trip efficiency and utilization 

factors are important technical indicators of the economic success of a given 

configuration. Conversely providing heat to a district heating grid can be a viable 

market for Carnot batteries. 
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Introduction 
The goal of 100% renewables is stringent but feasible. The alternative of changing 

climate is a dire option. There are unique challenges to be resolved going forward as 

there is a mismatch between the Variable Renewable Energy (VRE) and the energy 

demand. One way to overcome this is by finding ways to store energy. By storing 

energy, it is possible to use cheaper, cleaner ways of producing electricity when 

renewable resources are available (Connolly et al., 2016, 2016; Fennell, 2019; 

Hansen et al., 2019; IPCC, 2022; Pleßmann et al., 2014). 

Another issue is that energy production must be maintained for goods and services 

to continually be delivered during the transition from fossil fuels to renewable energy. 

This will mean stranded assets the fossil fuel-based energy sources which must 

produce energy up to the point where another VRE can start producing (van der 

Ploeg and Rezai, 2020). Since most modern economies depend on electricity to 

function, this task is comparable to switching engines mid-flight. However, European 

regulators are making a combined effort to deal with the transition. Different nations 

are meeting with this challenge in different ways towards similar goals. Germany has 

started a series of bids to incentivize coal-fired power plant owners to retire their 

structures and to identify new ways of using the structure (BMUB, 2016). Finnish 

energy companies are setting goals for the retirement of coal-fired power plants. New 

coal-fired power plants which were planned to be implemented are being cancelled 

(Beyond Coal, 2022). Despite the different mechanisms, the trend in Europe is clear: 

coal-fired power plants are being retired. In its place, variable renewables are rising. 

Renewable energy integration is set as a goal over the coming decades and next 

decade. The downside of renewable energy is unreliable provision because wind and 

solar resources fluctuate. This paper identifies an opportunity in marrying the two 

developments – closing coal power plants with making renewable energy shockproof. 

Investments in renewable energy should become more lucrative if the old 

infrastructure of coal power stations can be applied to iron out the inconsistent 

demand and supply of energy.  

Problematization 
Traditional coal power plants are closing due to a shift toward meeting climate 

change goals and an increased understanding of the health externalities of a coal-

fired power plant. The BMUB (Germany’s energy ministry) has together with the 

owner of the sites published a list of the retiring power plants and what is expected 

will happen to the sites. These plans are broad and do not show any specific 

direction, simply listing different technologies. This paper proposes one concrete 

solution while using the existing infrastructure to reduce costs: the application of a 

Carnot battery to store and release energy at chosen moments. To achieve the best 

results out of a Carnot battery, it must be appropriately sized so that it utilizes the 

available infrastructure and is adequately sized for the electricity market. There are 

trade-offs to be made by selecting the size of a Carnot battery in this setting. Smaller 

systems cannot react to changes in the electricity price, nor store as much power to 
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discharge at high price points. Larger systems have higher capital costs and may not 

be profitable despite being able to earn more in their lifetime. Testing the feasibility of 

the idea requires the correct size to be applied to an energy market.  

 

Figure 1 Diagram of the proposed system. The retiring power plant is above, and a new system is below. Dashed 
lines show what must be implemented. 

Definitions 
It is necessary to systematically unpack the terms and define them. A system that 

includes electricity to thermal energy, storage, and thermal energy back to electricity 

is a Carnot battery (Aneke and Wang, 2016; Novotny et al., 2022). To know how 

much income a battery can provide in a given year it is necessary to estimate how a 

battery would operate in a given electricity market with its constraints. This problem is 

referred to as dispatch. Sizing is the related problem of optimizing the size so that the 

costs are justified to the additional benefits they provide. These systems operate in a 

larger context, namely the electricity market. A bidding zone is an economic area 

within which the electricity prices are the same. It often spans national borders but 

can also be defined after bottlenecks in the grid. Bidding zones are ultimately political 

decisions. Sweden has 4 bidding zones while Germany is a single bidding zone 

despite a larger population and transmission bottlenecks (ENTSO-E, 2022). There 

energy and other mechanisms such as frequency control services are traded 

between different actors like producers and consumers on an hourly basis. The 

electricity price can be varied and volatile. If it is varied, there are peaks and valleys. 

If it is volatile, previous electricity prices are no indicator of future electricity prices. 

The goal is to develop a model in which will be able to optimize the sizing of the 

direct electrical heater and Carnot Battery investments and present their 

technoeconomic feasibility.   
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Research Objectives 
There are two problems: the future of economically viable use of retired power plants, 

on one side, and the transition to 100% renewable energy on the other. The solution 

investigated here is to use the sites of coal-fired power plants to house thermal 

batteries and reuse the power block. This could avoid stranded assets and address 

the production demand mismatch. A techno-economic analysis will focus on the 

sizing of a potential Carnot battery in an existing electricity market.  

Research Question 
The research question is to both create recommendations and to learn about the 

system-wide properties surrounding Carnot Batteries. 

❖ Are Carnot Batteries a techno-economic feasible alternative for the repurposing of 

closing coal-fired power plants? 

➢ What are the possible arrangements and sites for plausible repurposing? 

➢ How does the electricity market impact plausibility? 

➢ How is the sizing of the different components impacting the feasibility? 

➢ How robust are the results regarding plausible arrangements? What 

assumptions are necessary? 

 

Hypothesis 
This paper is written to test, at an exploratory study level, whether the use of a 

Carnot battery is an economically feasible solution in the process of closing coal-fired 

power plants and conversion to cleaner energy sources. By setting and exploring the 

optimistic scenario in more detail it is possible to learn from how it changes. 

H0: There are no arrangements of components that constitute an economically 

feasible coal-fired power plant to Carnot battery in a given electricity market Carnot 

battery. 

H1: There is at least one arrangement that yields an economically feasible coal-fired 

power for the Carnot battery project. 

H1a Carnot Batteries’ repurposing of coal-fired power plants is plausible 

under the optimistic assumption. 

H1b Carnot Batteries repurposing of coal-fired power plants is plausible 

under balanced assumptions. 

H1c Carnot Batteries repurposing of coal-fired power plants is plausible 

under strict assumptions. 

H1d Carnot Batteries repurposing of coal-fired power plants is plausible 

if connected to the heat demand of a district heating network. 
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Scope and Limitation 
To keep the goal of this paper and the analysis of the tool sufficiently constrained so 

as to be useful and robust it is necessary to set clear scopes and be transparent 

regarding its limitations. 

Scope 

The scope of this project focuses on Carnot batteries in the process of retrofitting or 

closing coal-fired power plants. The coal-fired power plants examined here are on the 

utility-scale. They range from 50 MWe to GWs. For an analysis of the impact of sizing 

a Carnot battery for small or large indusries, see Lant (2020). Whilst the associated 

program has ways to incorporate carbon into the optimization, no renewable 

resources are being considered in conjunction with the analysis. The analysis 

focuses on the Carnot battery system which could allow for the grid to be more 

renewable, by reacting to the pricing signals. 

The software is set up to operate within the European market, but to focus the 

analysis here a few countries will be selected, particularly Germany, Romania, and 

France. This is based on the availability of data, the presence of retiring coal-fired 

power plants, and a preliminary analysis of the electricity market. Unique nations 

were selected as focus areas. 

Limitations 

There are several major limitations that this study does not cover. They are broken 

down and categorized below. 

1. Even with information from other bidding zones, such as North American markets. 

The format of pricing schemas may be different in different bidding zones. Those 

who do not rely on day-ahead pricing would be violating an underlying 

assumption of the study done so far. 

2. The second limitation is based on the computational power available. 

Simplifications are necessary to ensure that the computational time is acceptable. 

The first simplification is that the model cannot compute a full-year Period. This is 

circumvented by applying the model for a shorter time and then concatenating the 

results. This generates suboptimal results in the broader perspective of the 

model. It however matches the overall cyclical nature of this shorter-term storage.  

3. The model assumes to perfectly know the future energy prices within the shorter 

blocks described. This is unrealistic, particularly in volatile markets where jumps 

are not predicted by previous behavior and reliable future data is expensive. 

Lazard’s analysis (2021) mentions a 25 thousand dollars a year fee for experts to 

estimate future energy prices. The previous limitation offers a synergy. The model 

cannot parse long periods of complex constraints and electricity prices are more 

certain in a short term (Weron, 2014). Uncertainty does affect the operation of the 

Combined Heat and Power plant which is a comparable operation to the one here 

but thermal storage can aid in dealing with uncertainty(Benalcazar et al., 2021). 
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4. Since electricity market features are fundamental for the results, hourly data from 

2021 was used in this study. The next 30 years are assumed to behave in the 

same way. A year does encapsulate seasonal variations, but historical elements 

of 2021 will be embedded in this system going forward. Taking more years, 

backward, can reduce the sensitivity due to a single year and comes at the cost of 

taking in older data to model the future. 

5. The nuance of thermodynamic interactions between temperature and efficiencies 

was lost as a simple linear solver was used to deal with the dispatching. 

Furthermore, the methodology of the genetic algorithm has no non-arbitrary 

breaking points when (and if ever) the program has reached a steady state. Some 

assumptions vastly simplify the model but distance it from reality. This 

simplification can make the system overly optimistic. The efficiencies were 

sensitivity tested and the insights from this study are robust but this is a static 

change to a very dynamic system. 

6. Due to the novelty of the technology, no Carnot batteries connected to a retired 

coal-fired power plant exist so the model cannot be validated, neither by 

producing dispatches similar to existing models nor by results that are akin to 

existing repurpose coal-fired power plants Carnot batteries. The assumption that  

the conversion is technically feasible can be questioned. 

7. A marginal addition to the system, a single Carnot battery, would not influence the 

prices compared to the demand and production of a bidding zone. Adding more 

batteries to a grid would eventually lead to saturation and prices would not vary 

as much as in the unaltered system which in turn would make the grid less 

suitable for batteries. This is not central to the work here, but these questions are 

a future avenue of research and a known blind spot in the work carried out here.  

These issues are problematic, but this exploratory approach is still valid to explore 

the features, not least because it does not have an equivalent and it can function, by 

its open-sourced nature, as a starting point for further research.  
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Background 
The chosen topic is relevant now because the transition from coal is underway and 

as such, there is a window of opportunity for the implementation of alternatives that 

build upon the existing infrastructure. The plans for closing power plants remain 

vague (BMUB, 2016). In the review of the published plans, a few mention natural gas 

as an alternative. This could be natural gas turbines that produce lower emissions 

compared to coal yet those are still fossil fuels, and their sourcing of natural gas has 

increasingly shown to be problematic. Furthermore, the question remains of whether 

lock-in to natural gas would complicate the energy transition to VRE (Brauers et al., 

2021; Kosowski and Kosowska, 2021; Union of Concerned Scientists, 2015). 

Introducing the processes modeled 
In this section, the different systems will be introduced including coal-fired power 

plants, other alternatives, the Carnot battery alternative, and the electrical grid as a 

market within which these systems operate within.  

Coal-fired power plants 

Coal-fired power plants can be thought of as an energy conversion process with two 

cycles: the burning of coal and the steam cycle. The broader blackbox is that there is 

an input of chemical energy on one side in the form of coal and the output of 

electricity or heat. More in detail, the power plant burns coal to raise the temperature 

of the water. There are classifications based on the types of coal used and the 

temperature and pressure to which the water is raised. Coal is classified based on 

the stage at which it is extracted from the ground. The general trend is that younger 

coal, such as lignite or sub-bituminous (the border between peat as organic material 

and lignite coal being somewhat unclear) contains more water and volatile matter 

and is less energy-dense but cheaper than older coal such as bituminous anthracite. 

Unlike other fossil fuels, coal is abundant and relatively easy to extract and prepare 

for usage. Coal-fired power plants are often sited next to open pits which function as 

a sourcing and energy storage system. The power plants are classified around the 

critical point of water, which is 647 K and 22 MPa. At higher temperatures or 

pressures the properties of water are neither liquid nor gas-like. As efficiencies of 

thermodynamic processes are higher at higher temperatures and pressures, it is 

often desirable to operate at supercritical conditions. However, these imply higher 

temperatures and pressures which can be a factor in capital expenditures and risks. 

Sub-critical power plants operate below the critical point of water. Super-critical 

conversely operates above the critical point of water. Finally, there is a third 

classification namely ultra-supercritical which operates far above the critical point of 

water (Crow and Shippen, 2002).  

A coal-fired power plant has different components. Traveling with the incoming 

energy to the outgoing energy: there is a feeder, a boiler, heat exchangers, and 

turbines. The feeder takes, breaks, and feeds the coal into the boiler. The boiler is a 

central part of the operation. It is where the coal is burnt. The ashes are separated 
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from the flue gas and each is disposed of accordingly. The flue gas is often treated to 

reduce harmful pollutants and then disposed of through a smokestack (not to be 

confused with the water’s cooling tower pictured in the title page). Without direct 

contact with the flue gas but via heat exchangers, which can be shaped as piping 

that envelope the boiler, water is circulated and heated by the release of energy from 

burning the coal. The water is warmed, boiled into vapor, and then superheated. The 

vapor, in turn, is piped through a turbine or a system of low- and high-pressure 

turbines which turns the energy into electricity. Further efficiencies can be found by 

removing the water at different stages of the expansion within a turbine and using 

that to reheat returning water or provide heat to a district heating grid. Notably, the 

electricity produced by the turbines has inertia which supports the balancing of the 

electrical grid system by reducing the steepness of frequency drops. Thereafter the 

water is condensed and either returns to be reheated or is vented out to reduce 

temperatures. Using water as a working fluid in this way is also often referred to as 

the steam cycle, regardless of whether coal-firing or another heat source is used to 

raise the temperatures (Crow and Shippen, 2002). The overall efficiency (useful 

energy or the sum of Heat-to-Power and Heat-to-Heat) of the system can also be 

considerably raised by operating them as both an electricity and heat source. 

However unlike electricity markets, heat does not have an established hourly market, 

instead consumers pay based on capacity or energy for a given period, either a 

season or year with values communicated in €/MWh (Sandoff and Williamsson, 

2016). There is potential for district networks to take a larger section of the heat and 

cooling energy markets both for private and industrial consumers.  

Combined Heat and Power (CHP) are power plants that can provide both powers in 

the form of electricity as well as heat. Doing so allows for higher efficiency of the 

overall power plant from the burning to the energies delivered. This efficiency gain is 

so high that it is the norm that the power plants can be seen as heat sources with 

electricity production. If the heat demand is very high, the electricity-producing 

turbine can be bypassed to produce more heat, although less energy and less quality 

energy if both were being produced simultaneously. This is important in our context 

of retiring power plants as many of the coal-fired power plants which are set to retire 

are CHP. This means that in addition to being connected to a power network they are 

likely also connected to a district or industrial heating demand network. This gives 

thermal batteries another advantage as they can also be operated to produce either 

power or heat. About four in five of the power plants which are planned or announced 

to retire are CHP. The flexibility comes at the cost of efficiency. Whilst extracting heat 

from the steam is relatively efficient, the cost comes at a reduced efficiency for the 

Rankine steam cycle. The Rankine steam cycle already has a low efficiency without 

any heat extraction, around 40% of the entropic energy of the steam. With heat 

extraction, that value goes down roughly linearly. The advantage of doing so is that 

the system can use more efficient heat production when necessary to fulfill the 

demands of a heating district or produce electricity when the electricity prices are 
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high. It is worth noting that heating demand has been falling and is expected to 

reduce further in the coming years (JRC, 2022). 

Coal-fired power plants are problematic for four major reasons: health issues, climate 

change agents, they are becoming economically unsustainable and simply aging. 

The local, short-term health issues associated with coal power plants are becoming 

more pertinent in the current research (Vohra et al., 2021). The deaths and medical 

care associated with fossil fuels in the short term can be seen as an economic 

externality or a normative failure. Secondly, coal is an inefficient way to transform 

energy and produces many large amounts of CO2 equivalent to other ways of 

producing energy including other fossil fuel-based energy producers such as natural 

gas (Spath et al., 1999). VRE price reductions have meant that coal is no longer the 

cheapest method of energy production. Wind and solar energy are now cheaper in 

several locations. In general, operating coal-fired power plants us the sole technology 

which is cheaper than VRE (IRENA,2021). This means that further investments in 

coal are not as economically sound. The fourth aspect that pushes for the retirement 

of coal-fired power plants is their age. The average coal-fired power plant is 43 years 

old (Europe Beyond Coal, 2022). This means that the expected lifetime of coal-fired 

power plants is met and surpassed beyond which there are questions on whether the 

economics of committing to the power plants’ operation and maintenance is viable.  

There are three categories of retirement based on whether they are legally binding or 

not: announced, planned, and neither. Announcements of retirement are legally 

binding and set a specific date for which the power plant will stop operating. There 

are 207 coal-fired power units announced to retire between the time of this writing, 

2022 and 2048 with a total 63 GW net electricity capacity, excluding those which are 

expected to announce a retirement date. About half of those, by unit or capacity, are 

in Germany, followed by Poland. The age at which these announced coal-fired power 

plants are set to retire is roughly normally distributed around 45 years. This brings 

into question to what extent the power blocks which were presumably commissioned 

in the same year as the boilers and the remainder of the plant are operational and 

can be repurposed. Planned is a non-legally binding but public statement that a 

power plant is set to retire by a certain year. This is often set with environmental 

goals. Whilst less reliable planned retirements were also taken into consideration in 

this study. 173 units are planned but not announced to be retired. These span other 

countries, notably the Czech Republic and Romania. Finally, the shift away from coal 

is not a complete process. New coal-fired power plants are being commissioned, 

particularly in Turkey. There are coal-fired power plants that are neither announced 

nor planned to be retired (Europe Beyond Coal, 2022).  
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Figure 2 Announced or Planned Retirement Units and Capacity by Country. 
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Figure 3 Announced and Planned retirement of coal-fired power plants in Europe by year. Those announced to 

retire by 2030 were set to 2030 but could retire earlier. 

 

Figure 4 Age at announced retirement for coal-fired power plants in Europe 

Alternatives to Retiring Coal 

There are two well-known, commercially viable alternatives to reutilizing coal-fired 

power plants’ infrastructure: Natural Gas Combined Cycle or Biomass-Fired. These 

will be introduced here briefly. Whilst no quantitative analysis is carried out with these 

systems, it is still advantageous to have an overview of their features. 
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Unlike coal-fired power plants which operate with the steam cycle, natural gas 

turbines use the Brayton cycle. Otherwise, they also convert chemical energy stored 

in fossil fuels into electricity. The temperatures and pressures achieved in natural gas 

burning are much higher, leading to higher efficiencies. The general efficiency of 

burning natural gas is also higher due to its chemical makeup. In some cases, a 

natural gas energy production system will be coupled with a steam cycle. The natural 

gas turbine acts as a topping and the steam cycle as a bottoming. It means that the 

energy in the natural gas cycle which would otherwise be lost is instead used to feed 

a steam cycle (with a smaller input of fuel). This increases the overall efficiency of 

both systems.  

Natural gas has served a very specific role in the energy market. The technology has 

a relatively low capital investment per unit of power but a high marginal cost per unit 

of energy produced. This means that relatively large systems can be installed and 

only operated when it is economically feasible when the energy prices are higher 

than the marginal costs. Natural gas turbines act as peakers, sitting idle for most of 

the year and then being activated in the hours in which there are the highest 

demands. In the cold context, that is winter, a windless night. In a warmer country, it 

could be a hot day when all the air-conditioning units are straining to maintain indoor 

comfort. Natural gas turbines are significantly more flexible than steam cycle-driven 

coal-fired power with lower start-up times and faster ramp-up times which also make 

them suitable for ramping into peaks.  

Natural gas turbines have about half of the CO2eq emissions as coal-fired power 

plants, 490 compared to 820 g/kWh respectively (IPCC, 2014 pg.71). This reduction 

is positive, but it is still a significant emission, especially relative to the VRE which 

can be as low as 11g/kWh with wind or 45g/kWh with solar power (IPCC, 2014 

pg.71). Natural gas, like biomass, leads to health issues associated with its 

combustion although at a lower rate (Buonocore et al., 2021).   

Biomass-Fired Boilers 

The concept is similar to the Carnot battery system proposed here. The boiler is 

substituted by one that burns biomass and the remainder of the components are 

reutilized. Biomass is an umbrella term for waste products or processed products of, 

most often, silviculture or agricultural practices. Overall, biomass has a rough 

percentage-wise breakdown of chemicals compared to coal although with a lower 

heating value and a few sources can be more problematic due to the high acidity of 

the waste material. Although not relevant for this analysis it is important to note 

biomass is also very positive in a carbon-capture context where its use can lead to 

net reductions in CO2 emissions. The choice of biomass is however limited by what 

is available in the vicinity as the transport of biomass can be complicated and 

uneconomical (Crow and Shippen, 2002).  

The infrastructure and plots of retiring coal-fired plants are situated in different 

bidding zones with peculiar different-sized power blocks and grid connections, and 

unique availabilities of natural gas pipelines or biomass resources. Depending on 
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these factors, the thermal battery may well be outcompeted. This paper proposes 

instead that there are potential spaces in which Carnot batteries could be the best 

techno-economical solution. This paper will explore a methodology to ascertain what 

these conditions will be. 

Thermal Energy Storage in context 

Energy can be stored in several different ways. By capacity, the largest energy 

storage system exists in the form of pumped hydro, storing water at higher elevations 

and producing electricity with its release. Electrochemical batteries follow in second. 

These batteries store electricity in the form of chemical reactions which can be 

reversed to produce electricity. 

Pumped Hydro is as the name suggested using the potential energy of gravity to 

store and then release energy. Water is pumped up for charging and then released 

and goes through a hydropower turbine to generate electricity. It has advantages, 

such as using effective processes at low prices. It is however geographically bound 

meaning its implementation can only take place where geography allows for it. On 

that note, hydropower without pumping can act as a storage system by choosing 

when to produce and retain the remainder of the water storage. Therefore, grids in 

which there is hydropower are without variance or volatility. They often produce 

under nameplate capacity, to provide the service of ramping up if the frequency 

drops. 

Lithium ion have the advantage of being truly instantaneous which in turn means that 

they can provide another service to the electricity grid. They< can stay at a middling 

state of charge and deliver the possibility of quickly taking or delivering power to the 

grid if the frequency is too high or too low. This way electro-energy storage can help 

with the instantaneous regulation of the frequency. Electrochemical suffer from 

somewhat high costs, inability to store for longer periods, and limitations of supply. 

Furthermore, they have economic advantages due to the large-scale development of 

electric cars (IEA, 2022).  

Thermal energy storage is the process of converting electricity into heat and using 

heat as the storage medium. It can be converted back into electricity by using 

thermal energy to run one of the thermodynamic cycles. Three defining blocks can be 

combined to create a Carnot Battery: the thermal sources, the storage method, and 

the power cycle.  

The power source can be in an increasing range of temperatures: waste heat, heat 

pump, concentrated solar power (CSP), or electrical heating. The successful niche 

from which the Carnot batteries are coming is in their application within CSP. There 

is an excellent synergy between the CSP’s fundamentally thermal nature and its 

need to match demand which often peaks shortly after the sun sets. It is due to the 

application of thermal storage in that setting that the technologies have reached their 

current maturity, research focus, and momentum. Waste heat utilizes, often in 

combination with other sources, the energy that would have otherwise been 
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dispersed. Notably, waste heat can have efficiencies higher than 100% due to its 

definition, but its temperatures are dependent on the source which is often below a 

recuperation threshold and the system suffers from very low efficiencies (Frate et al., 

2020). A heat pump uses the notoriously efficient heat pump cycle to source the 

heat. A heat pump can also be reversed and operated as a heat engine to drive a 

power cycle (McTigue, 2016). It is currently not able to achieve high temperatures. 

Direct electrical heating is conversely less efficient, as opposed to a higher than one 

coefficient of performance. It can however achieve the temperatures necessary to 

carry out the coal-fired steam cycles and has a synergy with molten salts which can 

come in direct contact and avoid oxidation (Roth, 2020).  

The method of thermal energy storage can also be typified into latent or sensible 

heat. Latent includes the latent heat involved in the phase change cycles of different 

materials. Sensible heat storage is the increase and decrease of temperature within 

a medium. Sensible heat storage can be further categorized by the arrangement of 

the battery, materials in the battery, mediums to carry the heat to the battery, and 

whether they are directly or indirectly coupled to the heat source. This paper focuses 

on a sensible thermal energy storage system so some space will be given to its 

discussion.   

Molten Salt 

It is the most technologically mature thermal energy storage system with industrial, 

and commercial applications (Novotny et al., 2022). Furthermore, it is well-fitted for 

running the steam cycle due to the temperature range at which the sensible storage 

and the seam cycle operate.  

Since it is in a liquid state it can be pumped and can flow in a heat exchanger or a 

heater. A common variation of the battery is to separate the hot and cold sides of the 

battery. The hot side is kept at the necessary temperature, often in the 500 degrees 

Celsius range but it can be higher at the cost of a more expensive tank and 

potentially oxidation issues. The hot side is filled when the battery charges and 

pumped to the steam generator when the heat is needed. The cold side is kept at 

around 280 degrees Celsius. It is pumped and then heated when the battery is 

charging into the hot side and is filled after the hot side has given away the heat. 

Conversely when the battery is discharging the hot molten salt runs through a heat 

exchanger and is deposited on the cold side.  

Packed Bed 

The packed bed is a simple, inexpensive solution. The arrangement is an (often 

cylindrical) container with a solid material through which a hot medium, air or Aragon, 

is ventilated. The material then takes up the sensible heat and stores it. Counterflow 

ventilation of the medium can then pick up the sensible heat and use it to drive the 

power cycle or as a source of heat. There is a variety of materials that can be applied 

here from recycled materials (Gutierrez et al., 2016) to the use of coatings to improve 

the material’s properties (Trevisan et al., 2021). This means that there is a wide 
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application of specific features and price point combinations. Sensible-latent 

combinations can also lead to synergetic effects (Zanganeh et al., 2015). 

Finally, there is the conversion process from thermal energy to electrical. Several 

arrangements are possible, but well-established standard power blocks are often 

used. The Brayton cycle, the Organic Rankine cycle, and the steam cycle are options 

for the system. The Brayton cycle is the same used in natural gas turbines it can be 

opened or closed depending on whether the gas is recuperated or not. It uses the 

highly combustible material to increase the temperature and pressure of air and then 

run a turbine. The Brayton cycle also has a compression stage before combustion 

and cooling which allows for a more efficient burn. It has high pressures and 

temperatures and can be an efficient process. The Organic Rankine Cycle (ORC) is 

a variation of the Rankine cycle which uses organic materials as working fluids. This 

gives the ORC more flexibility in terms of the choice of material and its properties. 

The steam cycle is the most relevant for this case study and has been introduced in 

the subchapter regarding coal-fired power plants. In its simplest arrangement, it 

involves four stages, heating, turbine, condensation, and then it is pumped into the 

heater again. New methods, such as those based on critical CO2 are producing 

promising research when coupled with Carnot batteries (Mecheri and Le Moullec, 

2016; Meroueh and Chen, 2020; Neises and Turchi, 2019), but the premise of this 

analysis focuses on the repurposing of steam cycle based power blocks. 

Electricity and Energy Markets 
For the storage system to be implemented it needs to be financially attractive. It 

therefore must be designed for the electricity market it finds itself in. Whilst the 

thermodynamics and exergy of converting electricity into heat and back again are not 

optimal since there are efficiency and energy grade losses in the process, it can 

make sense economically. Electricity prices are subject to variations within a day, 

within the week, and within the year although the latter is not as relevant. These price 

fluctuations are not the ones that steer the frequency control. Frequency, its control 

mechanism, and its market happen in a second or even milliseconds time scale. 

Whilst electrochemical can be profitable by providing frequency regulation services. 

Beyond the instantaneous fluctuations of the grid, there is another time scale that can 

be explored. It is on an hourly scale and it impacts the price rather than the frequency 

of the electricity. Wind power integration can be associated with more volatile energy 

markets (Clò et al., 2015).  

Electricity is a fresh resource. The use must match the production instantaneously. 

This means that the price of the now de-monopolized European markets is a balance 

between the demand and the available production at a given time. There are several 

market mechanisms to address this, most notably day-ahead pricing. At a given time 

each day, the European electricity markets estimate the production, demand, and 

price for the next day. These estimates are revised on an hourly basis, often with 

adjusted predictions of weather and demand.  
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The price variations follow a weekly pattern based on the working patterns of society 

with lows on the weekend and peaks around noon and early evening. This pattern is 

not constant, there are jumps within it. Where the price does not match the previous 

weeks, this is defined in this paper as volatility (Benini et al., 2002; Dong et al., 

2019), although other competing definitions are more nuanced but beyond the scope 

of this paper (Goto and Karolyi, 2004). A more volatile market means that there are 

variations that are harder to predict. An energy storage system would be profitable if 

the market has price variations since the battery is funded by buying when the prices 

are low and selling when they are high. Simple standard variation analysis is fitting in 

this case since it balances the variations to the average. Since the battery system 

must buy and then sell the energy at different time points the absolute variation is not 

relevant and the standard variation allows for different time zones to be compared. 

Volatility however means that the variation is less predictable. Volatility in the 

unregulated electricity market is akin to the stock market in several respects except 

that it has consistently high volatility at low prices (Simonsen, 2005). High volatility 

goes against the working assumption that the model knows the prices going forward 

a week. The literature around the addition of renewables into a grid and the sinking 

energy price is very clear. The “merit order effect” (i.e., more renewables mean a 

lower price) is seen in several different budding zones with different methodologies. 

VREs have practically zero marginal costs to operate when renewable resources are 

available. Thusly when they operate the costs of electricity can plummet especially 

given that the capacity of VRE is often considerably higher than its usual dispatch 

(Clò et al., 2015). These factors are important to consider as the energy markets 

affect the possible configurations of Carnot batteries in the transition from coal-fired 

to renewables. Finally, whilst electricity is a highly formalized market heat is less 

quantifiable.  
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Literature Review 
The literature surrounding Carnot batteries is quickly expanding field with more 

papers being published (Novotny et al., 2022). On the component level, several new 

materials and arrangements are being proposed to improve the key technical 

parameters. On the dispatch level, increasingly thermodynamically nuanced or 

successful simplifications are being applied to the dynamic analysis of how a Carnot 

battery would operate in different settings. There are however gaps in the literature 

within which this paper works. Most notably, the literature points to many applications 

of thermal batteries as a support mechanism for (fossil fuel or concentrated solar) 

power plants but not as a standalone support tool for the grid. If this system is not 

feasible, no other published work points this out. The existing papers also often rely 

on proprietary software. This makes replicability of the results more difficult. 

Governmental and Non-Governmental Agencies which operate with utility-scale 

questions often have open-sourced requirements.  

Modeling of the steam generator and its start-up limitations shows that it can 

constraint the performance of a CSP steam-based. It has a nuanced analysis of how 

cold, warm, or hot starts affect the speed at which a turbine can be brought from start 

to full capacity. Depending on when the turbine operates last, whether less than 6, 

between 6 and 48, or more than 48 hours. The time taken can be 10% in hot 

conditions compared to cold conditions. This delay is to avoid temperature 

differences that cause stress and reduce the lifetime of the turbine. A cold starting 

turbine can take 5 hours to wind, linearly starting from the first-hour mark to full 

power or half an hour hot. This problem can be circumvented with storage and 

operational techniques (Kosman and Rusin, 2001; Topel et al., 2015). The 

assumption in this paper is that the turbine is to some degree warm and takes 

therefore two hours to wind to full capacity.  

At the system level,  White et al. (2013) discuss the trade-offs which happen between 

the different parameters (temperature ratios, pressure ratios, etc.) on the 

thermodynamic processes of Carnot battery (piping, pumping, expansion, etc) to 

guide design choices. The paper underlines the complexity of designing for high 

efficiencies and even estimating these.  

McTigue (2016) in their doctoral carries out a multi-objective optimization between 

the capital costs and the round-trip efficiency of a packed bed-heat pump system. 

Whilst the system is different, it is another approach focused on component choices 

for a single module. In the general subject of optimizations, Molyneaux (2005) writes 

extensively about the genetic algorithm used here. 

Krüger et al. (2020) explore the possibility of retrofitting coal power plants with 

different combinations of thermal energy storage and points in the steam cycle 

process. Their work shows a decrease in minimum load and an increase in the power 

at full load. These are beneficial for the operation of the power plant and are good for 
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the environmental measures but remain based around the operation of the coal 

power plant and reproduction remains behind commercial software. 

A new configuration for the storage and exchange of energy as sensible heat is 

proposed by Meroueh and Chen (2020). The energy is stored in a solid medium, 

screens ensure that the radiative can be curbed. The paper proposes a very low 

Levelized Cost of Storage relative to other thermal storage. Since radiative heat 

dispersion is the mechanism that coal-fired power plants use as heat exchange, it is 

promising for application in repurposing coal-fired power plants as a storage 

component. However, this analysis focused on molten salts since it is more 

established leading to a better likelihood to be applied by risk-averse investors. 

Papic (2021) explores how different actors value thermal batteries and then unpacks 

a particular application, a copper mine in Chile in more detail. Most interestingly for 

our analysis is the qualitative work carried out. The vast majority of the actors value a 

cost-competitive solution. Thereafter other properties which are hard to quantify are 

also relevant, such as recyclability, long-term (i.e., hours) storage, and low carbon 

footprint. A battery's longevity can be seen as a risk as the uptakes of the battery 

system are usually interested in shorter-term contracts and not a large investment 

into a longer-lasting project whilst the financer of the project. Furthermore, Papic 

demonstrates that the Carnot Batteries' ability to deliver heat, a property not explored 

here, raises its value significantly. Papic also ventures into a simplified dispatch to be 

able to provide but the values are rather static. 

Another approach is by Kosman and Rusin (2020). They test different configurations 

for implementing molten salts in a coal-fired power plant. They show that of the 

proposed integrations they argue for improving a coal-fired power plant by ensuring 

that it runs at nameplate capacity whilst the additional energy is stored in a Carnot 

battery and that it runs more effectively at minimum capacity. Another synergy 

between coal-fired power plants and thermal energy storage systems is the utilization 

of the previously coal storage sites as placing for underground thermal energy 

storage. Since coal-fired power plants often are sited near open-pit mines, the retired 

sections can be used to house underground thermal energy storage which according 

to the authors has better properties and can store energy on a seasonal scale. Their 

proposal is not applied in the paper but is an interesting design space as the 

seasonal effects are seen on the energy price and thusly on the Carnot batteries 

proposed here (Li et al., 2020). 

Dispatch and sizing optimizations have been carried out as well. The work of Wang 

et al. (2020) shows how coal-fired power plants with Carnot batteries can reduce the 

curtailment of wind power on the same grid. Another similar contribution supports 

that finding (Zhang et al., 2020). A nuanced dispatch is carried out within the work of 

Li et al.(2019) by accounting for emissions. Benalcazar (2021) also carries out a very 

detailed dispatch and sizing study of a coal-fired power plant that combined heat and 

power with integrated thermal energy storage within the Polish energy market. The 

economic cost finding, dispatch, and financial optimization steps are used in this 
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analysis. Finally, the results present in their work match, in general shape the ones 

presented here. There is an increasing NPV with system size at the cost of IRR 

which peaks with a modest system and then falters. Although the integration of 

storage into fossil fuel plants reduces their impacts and supports the grid, it implies 

the continuation of fossil fuels as an energy source. To make use of the retiring coal-

fired power plants and meet renewable integration goals, Carnot Batteries could 

instead be a resource for the grid to regulate pricing. 

For other energy storage systems, Grünewald et al.(2011) do a similar techno-

economic approach to the one carried out here, focusing on other technologies. 

Whilst they do not address dispatch in as much detail, the focus is on understanding 

that the profitability of an energy storage system is dependent on the sizing and the 

energy market is very similar. The paper addresses several issues that are not 

brought up here, such as building scenarios. The role of uncertainty between year-to-

year cash flow and the discussion of its impacts is particularly relevant. In this 

analysis, the cash flow is assumed to be static during operation. As Grünewald et 

al.(2011) argue, this is subject to variations in renewable uptake, weather, and 

demand. Uncertainty about the cash flow can be a detractor for investors. In their 

sensitivity analysis, they see the impact of energy trading (a similar result is seen 

here between energy markets) and the longevity of energy storage systems. Carnot 

Batteries have significantly longer lifetimes than the energy storage systems they 

address. 

This work builds on the economic assumptions of earlier works (Turchi et al., 2018; 

Wagner and Rubin, 2014). Turchi et al propose a method for selecting molten salts 

and listing their properties. Since the analysis was focused on the concentrated solar 

power case, the choice of storage medium was simplified, and its properties were 

used. Wagner and Rubin explore the impact of storage for CSP but do so in a very 

open way which allows for a similar system to be built in this paper. Since Carnot 

Batteries have a strong connection to concentrated solar power, the research is often 

surrounding the field. This paper focuses on the Carnot Battery but utilizes facts and 

approaches seen in the solar field. 

In this study, the Carnot battery is operating without a CSP plant. Examples of such 

are available, both in the peer-reviewed literature and corporate information. One 

such example, the Siemens Gamesa power plant energy facility is located in 

Hamburg, Germany. It uses packed beds. It has the sizing proportions of a 1.5 MW 

electric heater with air as a working fluid, to charge a 130 MWhthermal in volcanic rock, 

and a turbine with the capacity for 1.5 MW electrical. The Siemens Gamesa system 

has a low efficiency of 22% with an expectation to be higher as the technology 

develops. The efficiency for electricity-to-heat-to-heat is significantly higher than 

electricity-to-heat-to-electricity so the application for CHP is also synergetic. Like the 

solution proposed here, the system uses a steam cycle and the article mentions the 

possible implementation of retired coal-fired power plants (Siemens Gamesa, 2020, 

2019). 
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The repurposing of coal power plants entirely to Carnot batteries idea is not entirely 

novel. Kosman and Rusin (2020) describe a system in detail showing that the highest 

possible efficiencies of a super-critical steam cycle can be reached by a molten salt-

driven system. A research branch of the RWE Group, a large transnational power 

generation company carried out a study in 2021 that pointed to the infeasibility for the 

company to carry out the repurposing of a coal-fired power plant into a thermal 

battery-based energy system (RWE, 2022). A similar study was also carried out for a 

coal-fired power plant in Chile (Michael Geyer et al., 2020). Where a coal-fired 

powerplant was repurposed to either storage only or CSP with storage. There the 

results were positive, demonstrating low LCOE and positive economic prospects. 

Similar to this study, the dispatch was carried out and the report had insights into 

how dispatch impacted the profitability. In the Chilean context, a maximum full power 

dispatch was constrained by law. This paper does not delve into the legal systems of 

the energy regulation of different European nations. Rather it assumes that they are 

uniform.  
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Methodology 
The process can be considered in the following steps. To ascertain if a size 

configuration is technically and economically well fitted to a given energy market it is 

necessary to see how it would dispatch. With the dispatch carried out, the data about 

how the battery would operate, how much money it could make and what the would-

be costs for buying energy, and how much energy it would eventually “produce.” For 

that porpuse a simple dispatch model is built. This dispatch model is applied to two 

cases:  

1. A system disconnected to the district heating grid, without any heat demand 

where the battery seeks only to exploit electricity price variations 

2. A system connected to district heating network where the battery acts like a 

CHP and has to meet the thermal demand without any other heat sources. 

a. A small district heating grid of 0.05 TWhth annual demand, 

b. A medium district heating grid 0.50 TWhth annual demand, 

c. A large district heating grid of   5.00 TWhth annual demand, 

Then the capital costs will be estimated for a given configuration. This estimation will 

be based on a scaling cost equation and reference values from the literature. 

Furthermore, assumptions will be made regarding the equity and debt make-up of the 

project. With the capital cost, it is possible to estimate the operational and 

maintenance cost of the thermal battery. With the inflows from the dispatch and the 

outflows from the capital, operational, and energy bought, it is possible to create 

cashflows. This leads to the equity IRR then weighted average capital costs (WACC), 

the project IRR, and the NPV. Finally, by cherry-picking the costs and energy flows, it 

is possible to calculate the LCOS of the proposed battery. These steps are repeated 

to test, through a genetic algorithm, a different configuration of size for the heater and 

capacity. Finally, a few simplified analyses were carried out to analyze which bidding 

zones are relevant and their properties surrounding the question.  

Dispatch 
The dispatch must be solved not only to get estimates for the power production and 

cash flow. A simpler approach could yield a rougher estimate, such as estimating the 

income based on a set capacity factor. It is not enough to just solve the problem with 

a simplified equation which accounts for the capacity factor. Dispatch allows the 

exploration of how the battery behaves in different electricity markets since it is 

dependent on a new resource, electricity price variations. An electricity market might 

be volatile during a certain period of the year (e.g. German winter) whilst being stable 

in others. 

Given the focus on economic properties in the feasibility of a project, the goal of the 

project is to reduce its cost. It is shaped as a negative so that cost for heat demands 

if applicable are reduced. This means that the battery will operate in such a way that 

ignores technical parameters, it is not expected to meet certain stability in power 
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delivered or even directly aimed at reducing the LCOS, what the battery is capable of 

is determined by its constraints. 

𝑂𝑏𝑗𝑒𝑐𝑡𝑖𝑣𝑒 = ∑ 𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑏𝑜𝑢𝑔ℎ𝑡[ℎ𝑜𝑢𝑟] ∗ 𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦 𝑃𝑟𝑖𝑐𝑒[ℎ𝑜𝑢𝑟]

8760

ℎ𝑜𝑢𝑟=1

−   𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑠𝑜𝑙𝑑[ℎ𝑜𝑢𝑟] ∗ 𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦 𝑃𝑟𝑖𝑐𝑒[ℎ𝑜𝑢𝑟] 

Where the electricity bought can either charge the battery (at an efficiency loss) or 

serve a heat load directly (in this paper set to zero). The electricity sold is the power 

that arrives at the grid point. Similarly but not presented here, the cost model can 

take into account carbon pricing by taking the carbon price and emissions of the grid 

at a certain point in time and adding it to the cash in or outflows depending on 

whether it is charging (thus “releasing CO2”) or discharging (thus “replacing CO2”). 

The very first step of the dispatch model is to add inputs to the object, most 

importantly the maximum capacity of the thermal storage, the maximum charging 

power, and the bidding zone. The first two will be the variables in the second-level 

optimization. The latter is used to get the electricity prices of the relevant bidding 

zone. This is done with a tool called entsoe-py which automates the process of 

gathering data from the ENTSO-E platform (ENTSO-E, 2022). The relevant day-

ahead prices are then obtained for the given period. With these prices, a Pyomo 

(Hart et al., 2017) concrete model is used to solve the dispatch. The model finds the 

best combination of low prices to buy and high prices to sell to maximize the cash 

flow for the process. This process is numerical but constrained by the physical 

properties of a Carnot Battery. These constraints are presented here with their 

reasoning: 
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1. The storage has a minimum and maximum value of energy storage. 

1.1. This is due to how the battery is sized  

1.2.  both molten salt and packed bed are expected to uphold a certain 

temperature during operation and not to cool. 

2. The storage is subject to losses on an hourly basis. 

2.1. This reflects the thermal losses to the environment and depends on the 

charge of the battery which in sensible thermal batteries reflects how much 

mass is at a certain temperature. 

3. The charging and discharging rates have a maximum and minimum rate. 

3.1. The charging is dependent on the size of the electric heater which is more 

variable but on an hourly scale expected to provide certain power. 

3.2. The discharging on the size of the turbine has a clear minimum operation. 

4. The charging and discharging of the battery are both submitted to efficiency 

losses. 

4.1. In the charging are losses in the electrical heater, heat exchangers, piping, 

and uptake of the battery. These are all simplified to one variable. 

4.2. The process of thermal in the battery to electricity in the grid is also subject to 

losses, such as piping, heat exchangers, and the turbine. Note that this is a 

static efficiency, as opposed to depending on the power out relative to the 

power capacity of discharge.  

5. The charging and discharging of the Carnot battery must ramp up and down in 

hourly steps. 

5.1. Unlike, electrochemical batteries, this system takes a long time to ramp up to 

full power. This applies both to getting the materials to warm up in charging 

and the turbine to full capacity. 

6. The charging and discharging are constrained through minimum up and down 

commitments. 

6.1. Once the system is started or turned off, it is expected to remain off. This is 

can be seen as a heuristic for the implied costs of starting and halting the 

thermodynamic processes. 

7. Charging and discharging cannot happen simultaneously. 

7.1. Albeit some thermal storage technologies can handle simultaneous charge 

and discharge, this system is assumed not to be able to do so. 

7.2. Few plausible scenarios would lead to simultaneous charging and 

discharging, since due to the losses the system cannot be incentivized by 

prices to be both charging and discharging. 

Like the discharging of thermal energy, some inflexibility in getting the medium into 

the correct temperatures and ramping up the large direct heating system was 

assumed.  
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Table 1 Assumptions regarding constraints for the heater of thermal battery. 

Variable Description Value (unit) Source Sensitivity 

tested 

Efficiency 

In 

The factor which 

represents the losses 

from the grid to the 

battery 

0.9 (-) (Dincer, 

2018; 

Mishra et 

al., 2019) 

Yes 

Minimum 

Charge 

Power 

At least non-zero power 

which can be charged 

10% of Maximum 

Charging (MW) 

Estimate No 

Minimum 

Commit On  

The least number of 

hours the charging 

remains on once turned 

on 

4 (hours) Estimate No 

Minimum 

Commit Off 

The least number of 

hours the battery remains 

off once turned off 

3 (hours) Estimate No 

Charge 

Ramp Up 

The maximum upwards 

step the charging can 

take 

50% of Maximum 

Charging (MW) 

Estimate No 

Charge 

Ramp Down 

Conversely, the 

maximum steps at which 

the battery charging 

wind down 

50% of Maximum 

Charging (MW) 

Estimate No 

 

For the battery constraints, the literature takes an approach of assuming 85% 

capacity (Chen et al., 2009). Here 80% was assumed, which was divided into the 

maximum and minimum capacity. For the thermal losses, a 5% loss over a day of 

storing was broken into an hourly scale based on the previous hour of charge 

(Forsman, 2021). Inflexibility to the heater was added since it is a large system that 

requires time to start and reach the desired temperatures. 

Table 2 Constraints for the Battery component. 

Variable Description Value (unit) Source Sensitivity 

tested 

Minimum 

Capacity 

The lowest state of 

charge of the battery 

10% of maximum 

capacity (MWh) 

(Chen et 

al., 2009) 

No 

Maximum 

Capacity 

The highest state of 

charge of the battery 

90% of maximum 

capacity (MWh) 

No 

Thermal 

losses 

Losses to the 

environment 

0.951/24 of the 

previous hour's 

charge (MWh) 

(Forsman

2021) 

No 

 

For the outgoing power, efficiency and time commitments were applied based on the 

literature. Several estimates of the ramp-up, ramp-down, and down-time are possibly 

be found in the literature. Gonzalez-Salazar et al. (2018) propose that power plants 
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can so fast as be in full power in 10 minutes Whilst IRENA (2019) points to an 8-hour 

minimum downtime for a coal-fired power plant. A balanced approach was taken 

since in many of the papers reviewed, thermal energy storage is a solution to the 

presented inflexibility of coal-fired power plants. In terms of ramp-up and ramp-down, 

the literature is split between using a percentage of nameplate capacity and a strict 

power ramp-up or down. Since several power blocks of different sizes were 

compared, the percentage of the nameplate was applied. Finally, absent from this 

process is the economic consideration of cost for starts. 
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Table 3 Constraints for the Power Block component. 

Variable Description Value (unit) Source Sensitivity 

tested 

Efficiency 

Out 

Efficiency from the 

battery, via steam 

generator and turbine to 

the electrical grid 

0.376 (-) (Basta et 

al., 2022) 

Yes 

Minimum 

discharge 

power 

The least non-zero 

amount of power for the 

discharge 

20% of Maximum 

Discharging (MW) 

(Krüger 

et al., 

2020) 

No 

Minimum 

Commit On 

The minimum time that 

the discharge must be on 

once started 

5 (hours) (Gonzale

z-Salazar 

et al., 

2018; 

Wang et 

al., 2020) 

No 

Minimum 

Commit Off  

The minimum time the 

discharge remains off 

once turned off 

5 (hours) No 

Ramp Up Maximum upwards step 

for the discharge 

50% of Maximum 

discharge (MW) 

(Kosman 

and 

Rusin, 

2020; 

Topel et 

al., 2015) 

No 

Ramp down Maximum downwards 

step the discharge can 

take. 

50% of Maximum 

Discharging (MW) 

(Gonzale

z-Salazar 

et al., 

2018) 

No 
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Combined Heat and Power 

 

For the efficiency of the system, this paper relies on the thermodynamic analysis 

carried out by Basta et al., (2022) which is for a 50 MWe turbine. The results of their 

thermodynamic analysis were linearized to simplify the optimization process.  

𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑎𝑙 𝐸𝑓𝑓𝑖𝑐𝑖𝑒𝑛𝑐𝑦 ≈ −0.376 × 𝐻𝑒𝑎𝑡 𝐸𝑥𝑡𝑟𝑎𝑐𝑡𝑖𝑜𝑛 + 0.376 

Equation 1 

To simulate district heating networks two methodologies were combined, When2Heat 

(Ruhnau et al., 2019) and a study by Pöyry, a Finish consulting company (2018). 

When2Heat is a project to estimate heating demands in different European countries 

based on gas usage, outdoor temperatures, and population distributions. In this 

context, it is relevant that there is a thorough and validated model for hourly heating, 

for space and water in single-family, apartment, and commercial buildings. This data 

is then normalized to 1 TWhth of yearly use. Pöhry (2018) has carried out a feasibility 

study for different methods of heating. Most relevant here are their assumptions 

regarding the sizes of district heating demands. They categorize three sizes based 

on yearly demand of 5.00, 0.50, and 0.05 TWhth for large, medium, and small district 

heating grids. Combining the hourly data of When2Heat with the district heating 

scaling of Pöhry’s analysis, it is possible to create rough demand in district heating 

networks.  

Figure 5 Assumptions regarding efficiency of the CHP. The electrical efficiency is in blue whilst the sum of the 
electrical and thermal (or useful energy in red). 
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Figure 6 The demand for Germany's Multi-Family House for a Medium System (0.5 TWh thermal) 

 

Financial  
Once the dispatch has been carried out and the relevant information extracted from 

the process. The next step is to estimate the capital cost for the project. A cost 

function was applied to the process.  

𝐶𝑜𝑠𝑡𝑡𝑎𝑟𝑔𝑒𝑡 = 𝐶𝑜𝑠𝑡𝑟𝑒𝑓 (
𝑆𝑖𝑧𝑒𝑡𝑎𝑟𝑔𝑒𝑡

𝑆𝑖𝑧𝑒𝑟𝑒𝑓
)

𝛼

 

Equation 2 

Where, 

• Cost refers to the costs in Euros € for the target (the sizing being estimated) or 

the reference (the size for which the price is known). The reference costing is 

taken from the literature. 

• Size refers to the size, either of the heater or the storage, in MW or MWh that 

is being estimated, here labeled as a target or is known, as a reference.  

• Alpha (α) refers to a constant that describes the costing curve’s shape. Often it 

is between 0 and 1 which leads to a reduction in the cost as the sizes become 

bigger.  
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So the Capital expenditures were calculated as the sum of the three estimates.  

𝐶𝐴𝑃𝐸𝑋 =  𝐶𝑜𝑠𝑡ℎ𝑒𝑎𝑡𝑒𝑟 +  𝐶𝑜𝑠𝑡𝑠𝑡𝑜𝑟𝑎𝑔𝑒 + (𝐶𝑜𝑠𝑡𝑃𝑜𝑤𝑒𝑟 𝐵𝑙𝑜𝑐𝑘 ∗ 𝐹𝑎𝑐𝑡𝑜𝑟𝑒𝑥𝑖𝑠𝑡𝑖𝑛𝑔) 

Equation 3 

Where the cost of the heater, storage, and power block are estimated and then for 

the latter reduced by a factor since the power block already exists and requires only 

a fraction of the cost to be refitted to a thermal energy storage system. 

Whilst the heater was estimated in one cost function. The molten salt process was in 

turn estimated using this configuration where each of the components was estimated.  

𝐶𝑜𝑠𝑡𝑡𝑎𝑟𝑔𝑒𝑡 𝑠𝑡𝑜𝑟𝑎𝑔𝑒

= 𝐶𝑜𝑠𝑡𝑇𝑎𝑛𝑘𝑠 + 𝐶𝑜𝑠𝑡𝑝𝑖𝑝𝑒𝑠 + 𝐶𝑜𝑠𝑡 𝑏𝑎𝑠𝑒 + 𝐶𝑜𝑠𝑡 𝑃𝑈𝑀𝑃𝐻𝐸𝑋 + 𝐶𝑜𝑠𝑡𝑖𝑛𝑠𝑡 + 𝐶𝑜𝑠𝑡𝑠𝑎𝑙𝑡 

Equation 4 

These were in turn calculated for the target cost function and published data. The 

data was in 2012 USD which was converted to Euros using the year’s average 

exchange rate and then scale following technology and inflation to 2022 values. The 

salt cost was unique. A price point from 2021 was available so there is a different 

CEPCI and valuta conversion. Furthermore, unlike the other components, the salt 

cost is arguably linear, since buying more salt is not like building a larger storage 

tank which requires fewer components for a larger size. 

𝑂𝑃𝐸𝑋 = (𝐶𝐴𝑃𝐸𝑋𝑒𝑥𝑖𝑠𝑡𝑖𝑛𝑔=1 × 𝑂𝑃𝐸𝑋𝑝𝑒𝑟𝑐𝑒𝑛𝑡𝑎𝑔𝑒) + 𝐶𝑜𝑠𝑡𝑏𝑢𝑦𝑖𝑛𝑔 𝑒𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦  

Equation 5 

The operational costs are calculated for the storage as a percentage of the capital 

cost. The costs for buying electricity are accounted for here and the inflows come 

from the dispatch model by selling electricity. Note that while the CAPEX may be 

discounted for the existing power block, the OPEX is calculated for the full estimated 

price of the Power Block. 
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Table 4 Assumed values for capital and operational expenses 

Type Item Reference 
Cost (units) 

Reference Size 
(unit) 

Source 

Capital Direct electric heater 500,000.00 
(2021€) 

10  
(MW) 

Estimate 

Capital Tanks 42,888,000 
(2012$) 

1745  
(MWh) 

 
 
 
 
 
(Wagner and Rubin, 
2014) 

Capital Piping 1,418,000 
(2012$) 

1745  
(MWh) 

Capital Foundation 520,000 
(2012$) 

1745  
(MWh) 

Capital Pumps and Heat 
exchangers 

29,7660,00 
(2012$) 

1745  
(MWh) 

Capital Instruments 5,677,000 
(2012$) 

1745  
(MWh) 

Capital Power block 941  
(2012$/kW) 

Linearly applied 

Capital Power block factor 
Existing 

5 to 25 (%) Multiplied by the 
cost of building a 
new power block to 
account for 
connection to the 
new system 

5% in optimistic 
15% in balanced 
25% in conservative 

Capital Salt 2.65 
(2021$/MJ) 

Linearly applied to 
Storage size 

(Caraballo et al., 
2021) 

Operational Percentage of 
Capital 

1 to 5  
(%/anno)  

Linearly applied to 
CAPEX 

1% in optimistic 
2.5% in balanced 
5% in conservative 

 

To calculate the financial aspects of a project, a cash flow was calculated by 

breaking the project into three distinct phases. First is the construction over which the 

capital expenditures are linearly spent. The second phase is the operation over which 

the energy is bought, stored, and sold as well as operational expenditures are 

considered. Finally, there is a year of decommissioning.  

𝐶𝑎𝑠ℎ𝑓𝑙𝑜𝑤𝑦𝑒𝑎𝑟

= {

1 ≤ 𝑦𝑒𝑎𝑟 < 𝑐𝑜𝑛𝑠𝑡𝑟𝑢𝑐𝑡𝑖𝑜𝑛                                                    𝐶𝐴𝑃𝐸𝑋/𝑐𝑜𝑛𝑠𝑡𝑟𝑢𝑐𝑡𝑖𝑜𝑛  
𝑐𝑜𝑛𝑠𝑡𝑟𝑢𝑐𝑡𝑖𝑜𝑛 < 𝑦𝑒𝑎𝑟 < 𝑐𝑜𝑛𝑠𝑡𝑟𝑢𝑐𝑡𝑖𝑜𝑛 + 𝑙𝑖𝑓𝑒𝑡𝑖𝑚𝑒                    𝐼𝑛𝑓𝑙𝑜𝑤 − 𝑂𝑃𝐸𝑋
𝑐𝑜𝑛𝑠𝑡𝑟𝑢𝑐𝑡𝑖𝑜𝑛 + 𝑙𝑖𝑓𝑒𝑡𝑖𝑚𝑒 = 𝑦𝑒𝑎𝑟                                                        𝐷𝑒𝑐𝑜𝑚𝑖𝑠𝑠𝑖𝑜𝑛

 

Equation 6 

Where, 

Cashflow is the value of cost or profit for a given year 
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Year is the year that is being considered. Often there are 2 construction years 

assumed, then 30 years of active use, and finally, 1 year to decommission. The 

source code is flexible for other lengths though. 

Construction is the length of time in years for the construction of the project  

Lifetime is the length of time in years for which the project is active 

CAPEX is the total capital cost it is evenly split over the construction times 

Inflow is the money earned in one year 

OPEX is the operational cost 

Decommission is assumed to be a percentage of the capital costs but set to zero to 

simplify IRR calculations. 

The Weighted Average Cost of Capital (WACC) accounts for the split between equity 

and debt and their respective expected returns as per Guédez (2016). To get a more 

nuanced picture of how a project of this scale would be financed and how that, in 

turn, affects the economics of funding a project of this scale.  

𝑊𝐴𝐶𝐶 = (𝑃𝑒𝑟𝑐𝑒𝑛𝑡𝑒𝑞𝑢𝑖𝑡𝑦  ×  𝐼𝑅𝑅𝑒𝑞𝑢𝑖𝑡𝑦)                                                                        

+  (𝑃𝑒𝑟𝑐𝑒𝑛𝑡𝑑𝑒𝑏𝑡  ×  𝐼𝑛𝑡𝑒𝑟𝑒𝑠𝑡𝑑𝑒𝑏𝑡)  × (1 −  𝐶𝑜𝑟𝑝𝑜𝑟𝑎𝑡𝑒 𝑡𝑎𝑥) 

Equation 7 

  

Where, 

The percent equity is the share of the total capital cost which is funded by equity 

The IRR equity is the expected IRR for the equity not to be confused with the IRR for 

the whole project. It was calculated for every case by doing the IRR calculation of the 

equity cash flow with fixed loan repayments in addition to the other cash in- and 

outflows. 

The percent debt is conversely the share that is financed by debt 

The interest debt is the expected interest on debt, here assumed to be 8% 

The corporate tax is the country’s specific rate of taxation  

 

The WACC is an important value because it determines several other descriptors of 

feasibility such as the NPV and the LCOS. To ensure comparable results a fixed 

WACC was applied in this analysis. The Net Present Value is calculated by the 

following equation: 
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𝑁𝑃𝑉 =  ∑
𝐶𝑎𝑠ℎ𝑓𝑙𝑜𝑤𝑦𝑒𝑎𝑟

(1 + 𝑊𝐴𝐶𝐶)𝑦𝑒𝑎𝑟

𝑐𝑜𝑛𝑠𝑡𝑟𝑢𝑐𝑡𝑖𝑜𝑛+𝑙𝑖𝑓𝑒𝑡𝑖𝑚𝑒

𝑦𝑒𝑎𝑟=1

 

Equation 8 

The Levelized Cost of Energy Storage, LCOS, follows the same pattern as the NPV 

but focuses on the cost 

 

𝐿𝐶𝑂𝑆 =  
∑

𝐶𝐴𝑃𝐸𝑋𝑦𝑒𝑎𝑟 + 𝑂𝑃𝐸𝑋𝑦𝑒𝑎𝑟

(1 + 𝑊𝐴𝐶𝐶)𝑦𝑒𝑎𝑟
𝑙𝑖𝑓𝑒𝑡𝑖𝑚𝑒
𝑦𝑒𝑎𝑟=1

∑
𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑦𝑒𝑎𝑟

(1 + 𝑊𝐴𝐶𝐶)𝑦𝑒𝑎𝑟
𝑙𝑖𝑓𝑒𝑡𝑖𝑚𝑒
𝑦𝑒𝑎𝑟

 

Equation 9 

Where the top of the dividend is the NPV without the monetary gains and the divisor 

is a levelization of the energy output. Note that unlike the cash flows the inflows are 

not considered. Energy is the sum of the energy “produced” by the Carnot battery as 

given by the dispatch model. The LCOS balances the overall costs of running the 

battery with the energy delivered and sets a minimum for which the energy can be 

sold over the lifetime for the project to break even and could be the basis for price 

setting a power purchase agreement. The rate is similar to NPV a reduction in the 

present value of both future expenditures and energy flows. A similar methodology 

was applied to determine the Levelized Cost of Heat, LCOH.  

𝐿𝐶𝑂𝐻 =  
∑

𝐶𝐴𝑃𝐸𝑋𝑦𝑒𝑎𝑟 + 𝑂𝑃𝐸𝑋𝑦𝑒𝑎𝑟

(1 + 𝑊𝐴𝐶𝐶)𝑦𝑒𝑎𝑟
𝑙𝑖𝑓𝑒𝑡𝑖𝑚𝑒
𝑦𝑒𝑎𝑟=1

∑
𝐻𝑒𝑎𝑡𝑦𝑒𝑎𝑟

(1 + 𝑊𝐴𝐶𝐶)𝑦𝑒𝑎𝑟
𝑙𝑖𝑓𝑒𝑡𝑖𝑚𝑒
𝑦𝑒𝑎𝑟

 

Equation 10 

 

For the technical parameters the round-trip efficiency, capacity factor, utilization 

factor, and carbon dioxide emissions. The round-trip efficiency is affected by the 

losses of charging and discharging the battery and the thermal losses while holding 

power. The simplest method to calculate power efficiency is simply to find the power 

into and out of the system. 

 

𝑅𝑜𝑢𝑛𝑑𝑡𝑟𝑖𝑝 𝐸𝑓𝑓𝑖𝑐𝑖𝑒𝑛𝑐𝑦 𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑎𝑙 = 𝜂𝑅𝑇𝐸 =
𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑜𝑢𝑡 

𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑖𝑛
 

Equation 11 
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The capacity factor is used in the power generation context. It shows the extent to 

which the nameplate capacity of an installed power generation unit is utilized. In this 

setting, the values are likely to be lower than in standard power generation since the 

battery cannot charge and discharge simultaneously. Assuming an evenly sized 

charge and discharge, the capacity factor is less than half accounting for in and out 

efficiencies and thermal losses. 

 

𝐶𝐹 =  
𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑦𝑜𝑢𝑡

𝑃𝑜𝑤𝑒𝑟𝐵𝑙𝑜𝑐𝑘 ∗ 𝐻𝑜𝑢𝑟𝑠
 

Equation 12 

In the battery context, there is another measure of a better fit for its properties: the 

utilization factor. The utilization factor takes into account the charge and discharge 

cycle of a battery to measure the use of the battery’s capacity. 

 

𝑈𝐹 =  
𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑖𝑛 + 𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑜𝑢𝑡

2 ∙ 𝑑𝑎𝑦𝑠 ∙ 𝐶𝑎𝑝𝑎𝑐𝑖𝑡𝑦
 

Equation 13 

Carbon emissions were considered by a simplified offsetting. Data for the physical 

consumption of electricity on an hourly timescale was applied. When electricity was 

bought from the grid, its carbon footprint was added, and conversely when electricity 

was sold that carbon footprint was deducted. The additionality of requiring more 

electricity might impact the prices and carbon footprint of electricity sources produced 

however that was overlooked in this analysis. 

 

𝐶𝑎𝑟𝑏𝑜𝑛 𝐹𝑜𝑜𝑡𝑝𝑟𝑖𝑛𝑡

= ∑ 𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑏𝑜𝑢𝑔ℎ𝑡[ℎ𝑜𝑢𝑟] ∗ 𝐶𝑎𝑟𝑏𝑜𝑛 𝐹𝑜𝑜𝑡𝑝𝑟𝑖𝑛𝑡[ℎ𝑜𝑢𝑟]

8760

ℎ𝑜𝑢𝑟=1

−   𝐸𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑖𝑡𝑦𝑠𝑜𝑙𝑑[ℎ𝑜𝑢𝑟] ∗ 𝐶𝑎𝑟𝑏𝑜𝑛 𝐹𝑜𝑜𝑡𝑝𝑟𝑖𝑛𝑡[ℎ𝑜𝑢𝑟] 

With these factors established it was necessary to systematically apply these 

methods to test the feasibility of the Carnot batteries. For that purpose, two models 

were built. 
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Model 
To create a dispatch scheme with these constraints and then apply these to a 

systematic overview, two optimization models were built. One translates the 

constraints to mathematical terms and finds the best solution for them within a time 

limit. A second model is built of several dispatches in a genetic algorithm to find the 

best configuration without having to test all of them. 

Dispatch 
Dispatch optimization refers to optimizing the decisions of the charge, discharge, and 

storage of the battery to maximize a metric based on those decisions. The 

optimization model solves how the battery should behave on an hourly basis. 

Mathematical representation of the constraints 

To translate the empirical constraints in a way that the computer can process, it is 

necessary to present the mathematically. Since a linear programming approach was 

taken here, many mathematical formulations are excluded. 

Charging the battery is constrained by maximum power, the state of charge, ramp 

up/ramp down, simultaneous charge/discharge, and a commitment factor. The first 

few factors are self-explanatory. The battery cannot charge more than its heater size 

nor to a value that would lead the state of charge to go above its maximum. It cannot 

ramp up or down faster than the respective values. The charger can also be off, that 

is can technically be under the charge minimum if that value is zero.  

 

𝐶ℎ𝑎𝑟𝑔𝑒𝑀𝑖𝑛𝑖𝑚𝑢𝑚 ≤ 𝐶ℎ𝑎𝑟𝑔𝑒𝑡  ≤ 𝑆𝑂𝐶𝑀𝑎𝑥𝑖𝑚𝑢𝑚 − 𝐶ℎ𝑎𝑟𝑔𝑒𝑀𝑎𝑥𝑖𝑚𝑢𝑚 

𝐶ℎ𝑎𝑟𝑔𝑒𝑡−1 − 𝑅𝑎𝑚𝑝𝐷𝑜𝑤𝑛𝑚𝑎𝑥 ≤ 𝐶ℎ𝑎𝑟𝑔𝑒𝑡  ≤ 𝑅𝑎𝑚𝑝𝑈𝑝𝑚𝑎𝑥 − 𝐶ℎ𝑎𝑟𝑔𝑒𝑡−1 

Equation 14 

The simultaneous charge/discharge constraint and the up and down commitments 

require the model to be aware of whether any amount of charging is happening. 

Without an if/then loop (unavailable in linear programming) Equation 15 was applied. 

𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒(0,1) × 𝐶ℎ𝑎𝑟𝑔𝑒𝑀𝑖𝑛𝑖𝑚𝑢𝑚 ≤ 𝐶ℎ𝑎𝑟𝑔𝑒𝑡  ≤ 𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒(0,1) × 𝐶ℎ𝑎𝑟𝑔𝑒𝑀𝑎𝑥𝑖𝑚𝑢𝑚 

Equation 15 

This forces the Switch to represent whether the system is charging or not. There is 

no if/then clause implementation. When the switch is set to zero then the charge 

must be zero. Conversely, if the charge is zero the switch must also be zero. The 

charge is also bound by the minimum and maximum so that it cannot escape the 

constraint. The up and down commitments were modeled as per Equation 16 and 

Equation 17. 
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𝐶𝑜𝑚𝑚𝑖𝑡𝑚𝑒𝑛𝑡𝑈𝑝 ∗ (𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒,𝑡 − 𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒,𝑡−1) ≤ ∑ 𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒,𝑡+𝑛

𝑐𝑜𝑚𝑚𝑖𝑡𝑚𝑒𝑛𝑡

𝑛=0

 

Equation 16 

 

𝐶𝑜𝑚𝑚𝑖𝑡𝑚𝑒𝑛𝑡𝐷𝑜𝑤𝑛 ∗ (𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒,𝑡−1 − 𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒,𝑡)

≤ ∑ (𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒,𝑡+𝑛 − 1) ∗ −1

𝑐𝑜𝑚𝑚𝑖𝑡𝑚𝑒𝑛𝑡

𝑛=0

 

Equation 17 

Similarly, the discharge is bound by the charging switch indirectly. This ensures that 

there is no charging and discharging simultaneously while the model can choose if it 

discharges or not while the system is not charging.  

𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒(0,1) × (𝐷𝑖𝑠𝑐ℎ𝑎𝑟𝑔𝑒𝑛𝑜𝑡 𝑎𝑙𝑙𝑜𝑤𝑒𝑑 − 1) ∗ −1

≤ 𝐷𝑖𝑠𝑐ℎ𝑎𝑟𝑔𝑒 𝑡𝑜 𝐺𝑟𝑖𝑑𝑡 + 𝐷𝑖𝑠𝑐ℎ𝑎𝑟𝑔𝑒 𝑡𝑜 𝐿𝑜𝑎𝑑𝑡  
≤ 𝑆𝑤𝑖𝑡𝑐ℎ𝐶ℎ𝑎𝑟𝑔𝑒(0,1) × (𝐷𝑖𝑠𝑐ℎ𝑎𝑟𝑔𝑒𝑛𝑜𝑡 𝑎𝑙𝑙𝑜𝑤𝑒𝑑 − 1) ∗ −1 

Equation 18 

Similar constraints were applied to the discharge, with small variations due to the 

reflect the discharge process (most notably ensuring that the maximum discharge is 

constraint by not lower the state of charge below its minimum). In the simple test 

displayed here, the system parameters were set to simple values to show how the 

battery behaves. The prices were set to be negative in the first half and positive in 

the second.  
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Figure 7 Simplified result of a charge-discharge cycle. The charging is the bars in green whilst discharge is plotted 
as negative. The Normalized state of charge is plotted against the right y-axis in red. 

Figure 7 is not a relevant result but a simplified test in which the perfect conditions 

are set up for the battery. It shows the ramp-up of the charging and the discharging 

as well as the ramp-down of the charging and the discharging. Finally, it shows that 

the model maintains the battery below the minimum capacity.  

 

Figure 8 Sample charge and discharge cycle result. The charging is the bars in green whilst discharge is plotted 
as negative. The Normalized state of charge is plotted against the right y-axis in red. 
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Figure 8 shows a more complex scenario. This is a sample result from a 

configuration for the Romanian electricity market. It shows still that the battery 

maintains the minimum charging and discharging times, as well that the gaps. Here, 

the maximum charging and discharging are different which affects their respective 

minimums and how the battery charges and discharges. 

 

Figure 9 Another sample behavior of the model. Here the full charge, storage, or discharge capacities are not 

used in full. Same configuration as the previous figure at a different time of the year. 



45 
 

When including heating demand into the optimization process, there inclusion of the 

heat extraction makes the model a non-linear, non-convex, and semi-continuous. 

This creates a complex optimization problem which is more time demanding and 

requires a non-open sourced optimization software, Gurobi. The dispatch includes 

the decision from where to source the heat but the patterns are comparable.  

 

Figure 10 Three weeks of dispatch with a heat Medium Heat Demand. Positive values are provided by the direct 
electric heater and negative values are provided from the battery. The absolute value of the bars being the heat 

demand. 

Figure 10 shows how a medium heat demand (see also Figure 6 for the yearly 

demand) is met by the system. The focus here is on the thermal side of the 

cogeneration. Spring is shown here has more application of heat storage than 

summer likely as electricity prices are more varied and there is a higher heat 

demand. 
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Sizing Model 

 

Figure 11 Flowchart of genetic algorithm for sizing optimization. 
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Since the slope between two steps in the design variables is not necessarily 

indicative of the next step, the process is not linear. A genetic algorithm is a way a 

good solution can be found without individually evaluating every single combination. 

With this setup process set up, it was possible to run the model for several bidding 

codes, leading to how location affected the overall sizing. A few bidding codes were 

selected based on the preliminary statistical analysis for both stable and unstable 

energy prices. Furthermore, with the same dispatch methodology, it was possible to 

optimize the size with different objectives in mind. 

Furthermore, to ensure that the results were robust, a sensitivity analysis is carried 

out. This can be both a validation of the results as there is no data to run this 

experimental setup and as a result in itself showing which inputs and components 

disproportionately impact the Carnot battery. 

There are three design variables: the heater size, storage capacity, and discharge 

power block size. Each comes with a cost associated with them. To see how these 

would impact the profitability each year, it is necessary to run them through a 

dispatch analysis. The process is not linear since a change in the design will impact 

the investments and the dispatch in ways that are not proportional.  

However, it is not feasible to run every combination of the variables since the 

dispatching is time and memory intensive. Thus, a genetic model is used from an 

established library, Pygad (Gad, 2021). This is a technique to test a non-linear 

problem stochastically and systematically. The process has a few steps: 

1. An initial population is generated. This population is a set of possible solutions 

based on the three design parameters, heater, storage sizing, and power block. 

The power block size is set by the retiring power blocks in a given bidding zone. 

An initial population was created out of the power blocks. For example, a 

population of ten sets of two numbers is created.  

2. This population is tested for fitness. In this case, fitness is one of the KPIs for 

example NPV.  

3. The fittest members are selected as parents. This could be four parents in a set of 

ten. 

4. Parents crossover. Crossover is when the input numbers are traded among the 

parents to create a new population that has a similar feature as the parents. 

5. Then the population mutates. Adaptive mutation means that the better-fitting 

members are less likely to mutate. This ensures that all new solutions are created 

for the next generation.  

6. The crossed and then mutated population is the new generation. 

7. The process is repeated keeping track of the fittest solution for either a set 

number of generations, until a specific fitness is met, or no change in best fitness 

across many generations. 
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First population 

The initial population was built by taking the unique power blocks available in a giving 

bidding zone and then building dispatch optimizations for each of a combination of 

factors. This initial population is based on the results of the literature. Zurita et al., 

(2021) show that circa 8 hours of storage lead to the best result in a CSP and molten 

salt configuration. The Siemens Gamesa system in Hamburg has a feed-in electrical 

heater of 1 to ratio to its power block and storage sized as 24 hours of those. 

For each unique power unit size available: 

 For each heater factor in [0.3,1,3,10] 

  For each storage hours in [0.1,1,2,3,6,8,12,24]: 

   Set heater to heater factor*power unit 

   Set the storage to storage hours * power unit 

Optimize Dispatch 

   Save Results 

 

This initial population improves the genetic algorithm by taking some of the starting 

randomness out. Otherwise, the algorithm may propose solutions that are not 

feasible, a heater too small to compete with the thermal losses or are unlikely to be 

economically feasible since there are not seen in similar applications.  

 

 

 

Figure 12 Analysis of a configuration in the genetic algorithm. 

In the genetic algorithm, three features can be changed to see how well a given 

configuration is done in a bidding zone. These can be thought of as genes. These 
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are simply numbers within a given range for example 30 MW direct heater, 3000 

MWh storage capacity to a power block of 30 MW. A dispatch and financial 

evaluation are carried out to see to what extent a configuration is well-fitted. The 

fitness can be NPV, IRR, LCOE, etc. but is constrained to a single objective or a 

weighted.  

Crossover 

 

Figure 13 Crossover process illustrated. 

 

Good solutions cross over (get properties from other good solutions) to create new 

possible solutions to be tested in the next generation. Parents are kept seeing if the 

offspring do better or not. A "tournament" determines which parents and genes are 

selected to crossover. In the example above, the storage size of one parent is 

inherited by one child while otherwise keeping their other (genetic) properties 

(Molyneaux, 2005).  
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Mutation 

 

Figure 14 Illustration of the mutation phenomenon. 

New possible solutions are also created by adaptive mutation. This introduces a 

randomness (stochastic) process to get better coverage. In the example, the storage 

size was mutated in the above-average arrangement and the direct heater in the 

below-average solution. Note that arrangements that lead to better than average 

fitnesses are less likely to mutate so there is a balance between creating new 

arrangements and convergence of the population around better solutions as 

generations go by. The size of the mutation (once it occurs) is random but within the 

feasible arrangements. This means that a new power block gene will still be within 

the list of unique power blocks for the bidding zone. 

Preliminary analysis 
Several simpler analyses were carried out to check in a computationally simple way 

which of the bidding zones is more likely to be well fitted for the thermal battery with 

standard deviation, which energy markets are more volatile (and thusly the 

assumption that they can be easily predicted is violated), to what extent a time limit 



51 
 

impacts the optimization problem above, and exploration between the relationship 

between CO2 emission. Finally, earlier simulations, with incomplete or incorrect 

variables and equations did provide insights into which scenarios should be tested in 

more detail and pointers for the sensitivity analysis. 

Standard deviation and volatility 
So the bidding zones in Europe were analyzed using their standard deviations to 

check which would be more receptive to batteries. The underlying concept is that 

standard deviation captures how much the bidding zone’s prices vary relative to the 

mean. This is relevant to the battery dispatch as more variation is more. A rolling 

standard variation the covers a specific period such as 24 hours where the standard 

deviation is carried out.  

Volatility is a measure of how unpredictable an energy market is. Several 

methodologies range in complexity. Since it is not central to this work, a simplified 

method that takes into account weekdays, the previous week’s prices, and the 

previous week’s demand. This methodology is very simple which misses some of the 

nuances of volatility analysis with jumps and conflates random error with the 

measurand. It serves however as a methodological way to quickly test in which 

bidding zone the underlying assumption that the energy prices can be foretold (to 

ascertain that the battery is being charged at lows). 

The solver of the dispatch has the option to either run until the optimal solution is 

found or to run until a certain amount of time has elapsed and then it returns the best 

solution it has found thus far. In the interest of time, the latter was chosen. To be 

aware of the scale of the trade-off in optimization time and results a quick analysis is 

carried out to ascertain what impacts a time limit has on the solver.  

Carbon dioxide and Price 
Although not directly related to the focus of this analysis, it is interesting to briefly 

analyze whether the electricity price and the CO2 emissions are correlated. If so, 

optimizing for a better price implies optimizing for CO2 emissions. Otherwise, as is 

the case, it is possible to implement an optimization for the emissions and open the 

analysis for considering the carbon pricing. Preliminary results showed the 

importance of the OPEX assumption and showed that the assumption that the power 

block can be reutilized is central to whether the model is profitable or not. So these 

were tested in more detail. 
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Results 
The results are divided into two sections. The results are divided into without and 

with a district heating demand. Without heat demand, the results show that price 

regulation or arbitrage is not a viable market for the repurposing of coal-fired power 

plants. The genetic algorithm can effectively find the Pareto front. There are a few 

points that lie in the non-domination front. However, these points show that there is 

no combination of factors that leads to an economically feasible arrangement. LCOS 

is relatively high which can be explained by higher electricity prices and the optimizer 

only purchasing and then selling electricity in days of high variation (otherwise the 

optimal strategy is to not produce). IRR is seldom defined due to infeasible 

arrangements, but the NPV shows a clear connection to the CAPEX.  

 

Price Arbitrage 
Since the electricity market is well understood, it is possible to do detailed economic 

analysis of a purely Power-to-Heat-to-Power system. The results however show that 

even the optimistic scenario are not profitable. The variations of the electricity market 

are not sufficient to justify the losses through the low efficiency Rankine cycle. As 

Figure 15 shows, no configuration of system was deemed profitable, all the NPVs are 

negative. The highest (i.e., least negative) NPVs were for smaller systems. The 

results show high LCOS circa 300 €/MWh (mostly in Finland) relative to the literature 

which points at the goal of 100 €/MWh. 

 

Figure 15 Combined results for 2021 using optimistic assumptions for OPEX and Power Block repurposing costs. 
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Role of the Electricity Market 
Looking at the results for different electricity markets, it is possible to see the impact 

of the standard deviation analysis which shows that in 2021 Romania had the largest 

standard deviation whereas France had one of the lower (see Appendix 2). Another 

factor that makes France a less suitable candidate is that it has fewer retiring coal-

fired power plants with a little variation between their sizes (two small power blocks in 

the 50 MW range and two larger power blocks in the 600 MW range). In summary, 

two factors on the national scale influence economic feasibility: the shape of the 

electricity market and the availability of retiring power blocks. Most importantly, it 

requires a varied market, this allows for the battery to profit from the variations. 

Standard deviation analysis is a simple very fast predictor for suitability for Carnot 

batteries projects. Many varied unique-sized power blocks allow the model to find the 

correct sized heater and storage.  Figure 16 shows the cash flows for the full year of 

a Carnot battery operating in the German electricity market. The details are not as 

relevant as the general trend, that is there is more power purchased and sold at the 

end of the year, which reflects price trends at that time. This is a volatile market and 

is not as hospitable as the Romanian electricity market, as seen in Figure 17 with the 

same configuration. There the Carnot battery is better able to profit from the 

changing price throughout the year. The shape of the electricity market and that 

dispatch is relevant for sizing remains relevant. A constant variation in price makes 

the battery better able to operate.  

 

Figure 16 Cashflow for a battery in France, where a positive is a cost to purchase electricity to charge, and minus 
is cash inflow from the sale of power when discharging. In red and on the right axis is the cumulative cost 
(negative meaning profits). 
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Figure 17 Cashflow for a battery in Romania, where a positive is a cost to purchase electricity to charge, and a 
minus is cash inflow from the sale of power when discharging. In red and on the right axis is the cumulative cost 
(negative meaning profits). 

  

Technical KPIs 
By looking into the different technical KPIs and analyzing how these fare, it is 

possible to establish which are important to ascertain which factors predict 

successful behavior.  
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Figure 18 Technical results for the electricity market at OPEX=1% CAPEX and Power Block at 5% costs. 

Figure 18 shows the results by filtering through technical aspects, rather than 

economic results. The clear patterns regarding the size of the direct electric heater 

impact the CAPEX. In terms of capacity factor, it is again unclear. The high Utilization 

Factor is a good predictor of being on the Pareto front pointing at trade-offs between 

this technical parameter and economic factors. Finally, the results for the Round-Trip 

Efficiency (on the bottom right) are remarkably stable for different configurations. This 

supports the results of the sensitivity analysis.  

In-Depth Analysis 
With the different trends for different countries established, it is possible to have a 

deeper look into a few promising points and explore them further.  

For one given point, here the results with the best IRR are presented, it is possible to 

look in more detail into the financial factors, like the capital expenditures breakdown, 

lifetime cash flows of the project, and what are the factors impacting the LCOS 

breakdown. 

In Figure 19, the breakdown of the different costs is included. For visibility, the two 

smallest investments were lumped, namely the foundation and pipes for the Carnot 

battery. The power block shown here is assumed to be at 50% of the estimated cost 

of building a new power block. Its share decreases or increases if this assumption is 

altered. 



56 
 

 

Figure 19 Capital Expenditure Breakdown. 

Figure 20 shows the cash flow over the entire project, the discounted payback 

period, and the final NPV. The discount on future payments has a clear effect on the 

progression of the NPV.  
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Figure 20 Cash Flow of a sample result. The Discounted Payback Period (DPP) and final NPV are annotated. 

Figure 21 based on similar graphs in the literature shows what are the sources of the 

different costs in the LCOS analysis (Lazard, 2021). In this case, the cost of buying 

electricity is a clear majority. This implies a risk for the operator. Long-term trends in 

the electricity market are difficult to predict and these govern the majority of the 

LCOS.  

 

Figure 21 The LCOS breakdown for a sample solution. 
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CHP Connected to District Grid 
The Pareto Front is clear on the multiple objective charts here. This is an expected 

result given the multi-objective genetic algorithm used here (Molyneaux, 2005). With 

the addition of a heating demand which simulates a district heating network, the 

system optimization becomes about heating rather than electricity production. There 

are two factors to consider. First, cost optimization is about reducing the costs of 

supplying heat, either by storage or power production. Secondly, the only alternative 

to storage is via the electric heating system. Thusly providing heating via the battery 

is equivalent to providing power (as it replaces power production) with high efficiency. 

Thusly, the optimization software finds optimal to store at a low electricity price and 

deliver as a heat product, Power-to-Heat-to-Heat. The cost is rarely reduced by 

power production, which as the previous section shows is not a viable strategy. 

However, as a heat source, the economics are favorable. The necessary cost to 

justify the project is comparable to other district heating projects, given the 

assumptions about the costs. 

 

 

Figure 22 Results for German CHP. On the left axis is the Levelized Cost of Heating by the Levelized Cost of 

Storage. The coloring is based on the CAPEX. It clearly shows the trade between LCOH and LCOS. 

Figure 22 summarizes the results. With the economics for heat markets not as well 

defined as the hourly day-ahead electricity market, the LCOH is a good measure of 

the viability of a system. The system becomes more of a thermal battery and less of 

a Carnot battery. Some dispatch optimisations even show no power production at all. 

With the heating demand, however, the battery could be profitable, as the optimal 

sizing has LCOH around 50 €/MWh at a low CAPEX, with optimistic assumptions. It 

is conversely, possible to achieve high but reasonable LCOS (400-500 €/MWh) at the 

expense of CAPEX. Smaller and larger distribution grids presented a similar curve 

but with higher or lower LCOH, respectively. The LCOS is comparable for smaller 

grids. Larger district heating grids have higher LCOS as the systems which are viable 

often produce exclusively power and higher CAPEX since smaller system are unable 

to cover the heat demand. Those are deemed infeasible by this optimization. 
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Analysis and Sensitivity 
A sensitivity analysis of the model and the results is carried out to understand the 

trade-offs when simplifying systems and ensuring the robustness of the model. 

Model metrics 
Since the dispatch model had to operate sufficiently quickly to consider hundreds of 

configuration points, it is necessary to trade off some optimization for a time 

constraint. However, the results should not be compromised, this sensitivity analysis 

is carrying out the dispatching for the same configuration under different time 

constraints. Since the best result is returned at the end of the time, increasing the 

time limit led to better results, to a point. Note that this is a simplified analysis since 

there is machine randomness to consider, so even the same simulation can lead to 

different run times. 

 

Figure 23 Sensitivity analysis of a sample dispatch for different time scales. 

 

Sensitivity analysis  
Carrying out a sensitivity analysis for a fixed configuration shows the impact of the 

efficiency on the factors is disproportionally affected by the efficiency of the battery. It 

is particularly noteworthy that for the point analyzed, which was profitable with the 

assumed efficiency, a lower efficiency value led to an unprofitable solution. Similar 

(but perhaps inverted) patterns are seen for the other metrics. The results are 

therefore extremely sensitive to the efficiencies. This is a dynamic process that 

depends on the dispatch parameters (i.e., energy sent to the turbine relative to the 

nameplate and heat extraction). These factors require further attention for future 
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studies in which non-linear optimizations or discretization are carried out for the 

dispatch. 

If two assumptions are made about the capacity to produce and deliver heat the 

model becomes more positive. If there is a demand for heat throughout the year and 

heat and electricity are similarly priced, the overall useful energy efficiency of the 

system becomes 80%, that is 20% electric and 60% heat as seen in Basta et al.'s 

work (2022). In that case, several constellations are deemed feasible even with very 

strict economic assumptions. 

 

 

Figure 24 Plausible battery configuration for Romania by CAPEX and IRR, NPV, and LCOS. The negative NPV or 
IRR values were pruned. Note that the power block costs range from 25% to 100%. 

In short, the model is sensitive to efficiency. With higher efficiency, much harsher 

economic assumptions yield positive results. Ultimately it is Rankine’s cycle of low 

efficiency which makes arbitrage not viable. Future studies should unpack in more 

detail the technical assumptions made here and fine-tune the assumptions in the 

technical factors. 
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Discussion and Conclusion 
In short, the model has successfully shown that even given optimistic and balanced 

assumptions regarding operational expenditures and conversion investment, it is not 

possible to find arrangements that are profitable and have high returns. Stricter 

assumptions especially regarding the operational costs make these results not 

profitable. Sensitivity analysis shows that variations to the efficiency in and out of the 

battery impact the results, whilst different economic models do not. With the results 

of this model in mind, it is possible to discuss its implications. Then what these would 

mean for future research going forward, and some concluding remarks answering the 

research questions. 

Discussion 
This model is an open-sourced approach to addressing the literature gap in the often 

discussed but not analyzed, the possibility of incorporating energy storage into 

retiring coal-fired power plants. The model showed a balanced and positive picture 

taking into account the underpinning assumptions. It remains to be seen whether 

other more profitable enterprises use the same resources, raising the opportunity 

costs. These are for example data centers that can make use of the electrical grid 

connection and water cooling (Uhlenhuth et al., 2020) or natural gas turbines. The 

question remains whether other limitations would not allow for the integration of the 

Carnot battery into the site or would imply increased costs which make the 

technoeconomic analysis less favourable. 

It is beyond the scope of this paper to analyze the impact of the retirement of coal-

fired power plants. Based on historical data It is possible to argue that as these 

dispatchable energy sources are being substituted by VRE, the variance of the 

market will increase leading to better conditions for the integration of energy storage 

systems. Also, outside the scope of this work but worth placing in his context, is that 

the economic analysis should be made with a critical perspective. The economic 

standpoint here is of a small fraction of shareholders, namely equity and debt 

holders. Other shareholders, such as coal-fired power plant employees and people 

who live in the area, should be considered. Whilst this paper does not take a social 

perspective, the closing of coal-fired power plants can be beneficial for the health of 

those living in the area but it will likely impact their livelihood, especially those who 

worked there. A Carnot battery can be a solution to keep the valuable human capital 

of the retiring coal-fired power plant in place. This work also assumes that future 

planned retirements will take place. Whilst it is impossible to predict if the governing 

bodies will follow through on their commitments it is an addition to the 

implementation. This highlights the importance of governance being dependable so 

that other actors can plan and invest accordingly.  

Further research 
One of the main advantages of using open-sourced modeling is that it is versatile and 

can be applied to further methods without licensing restrictions. There are several 



62 
 

aspects to be considered further: validation, technical aspects of repurposing, heat, 

an industrial case study, carbon pricing, and modeling the electricity grid. 

The model presented here is subject to several assumptions about the technical 

aspects of dispatch energy. Validation by obtaining data from operating Carnot 

batteries, although these are few, could guide the dispatch modeling process. It can 

be then improved to better match reality, or its error understood. If there are any 

systematic mismatches between the empirical data and the model those can be 

corrected. The system is simplified, and a certain level of error is expected and 

acceptable. However, it is important to be aware of the margin of error. 

This study hinges on the assumption that coal-fired power plants can be repurposed. 

Technical analysis of a sunsetting power plant can be relevant. Such a study can 

answer the questions regarding what such repurposing would entail in practice. Then 

further nuanced projections of the cost of the power block adaptation can be made.  

One of the main advantages of running a thermal battery is that it can output energy 

in the form of heat in a very efficient way. Coupled with the demand for heat in the 

district heating networks are the heating needs of the industry. A more in-depth 

analysis of meeting heating demands and finetuning the underlying software would 

be the next step forward. Current CHP plants do not operate alone but rather in 

conjunction with heat pumps or heat only boilers. By including these in the analysis, it 

is possible to see if a Carnot battery could provide the same service, the base load, 

in a heat and power system. Unlike electricity which is in constant supply and 

demand with a very clear price and pricing market, heat is not a well-established 

market. The process would therefore require sizing a battery following heating 

demands (and in cooperation with other conventional energy sources, such as 

natural gas). The financial analysis would be a comparison to the costs of the 

conventional system. 

Then with an electricity and heat system in place, it will be possible to explore a case 

study for a risk-averse industry. As mentioned above, the heat and electricity 

demands can be inputted into the system and supplied, either by conventional 

heating systems, the electricity grid or by storing earlier than releasing the energy 

with the Carnot battery. The dispatch and financial analysis combined with the 

genetic algorithm can be used to find a profitable configuration. Finally, there are two 

features in the industry that are more understood than in the utility case: waste heat 

and carbon pricing. Waste heat if not already utilized by the industry in question can 

be used (with or without upgrading via a heat pump) to charge the battery and supply 

heat or power at a more costly time. Carbon pricing is a complex market tool that 

sets ceilings for carbon dioxide emissions for different processes. 

An extensive and more nuanced analysis of how carbon pricing in the cost schema 

for this battery should be factored into calculating its financial aspects. Carbon pricing 

is becoming an established market tool to support the transition to processes that are 

more efficient in terms of climate change impact. By incorporating carbon pricing into 
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the Carnot battery, it can be pushed to store lower-emission energy rather than solely 

cheaper energy. Finally, the analysis rellies on intraday prices, for which no 

forecasting is necessary on a daily basis. Intra-day prices (which change hourly) are 

more varied and could be used for price arbitration if the forecasting problem is 

addressed.  

Electricity is transferred in and out of the system without consideration for the local 

grid. One advantage of repurposing retiring power plants is that they are built into the 

transmission grid. It is possible to test the impact of switching a generating power 

source to one that also consumes power. The IEEE Reliability Test System, the iUI 

(a typical utility infrastructure), or a model of the local grid could be tested with a 

transient battery instead of a generator (Bauer et al., 2022; Subcommittee, 1979). 

This would highlight the impacts on the local grid such as voltage drops. These are a 

few directions that this model can be improved or applied to in the future. It is a 

flexible model in its infancy which can grow. 

A factor which was relevant in the optimization results, particularly with a 24 hour 

time scale was the economic losses or the suboptimization due to maintaining the 

lower temperature (here modelled as a minimum charge) on longer periods of low 

price variations. To avoid freezing, the battery must be at above a certain State of 

Charge. Since losses are based on the State of Charge, the battery tends to operate 

at a low level. In days of no variations, the optimization would be to charge and 

discharge even though not economically optimal in order to avoid the lower bound. 

Researchers should take this into consideration when considering the LCOS and 

LCOH of thermal storage systems.  

Conclusion 
The goal is to facilitate the planning of the closing of power plants to make use of the 

existing resources and infrastructure. This goal is met is by finding the optimal 

techno-economic point of the size of the (heater, storage, and power block) 

components. This is an untested idea, with a maturing technology so a more robust 

model which provides an overview of the possibilities is arguably more relevant at 

this stage.  

The proposed model answers the question: is a stand-alone thermal battery fitted to 

a certain bidding zone or a district heating grid lucrative? It cannot be lucrative given 

historical data as a conventional electricity storage. Even when including early 2022 

in the analysis (not shown in the results), which was a particularly unstable period for 

energy prices, the variations were not enough to justify a purely electric Carnot 

Battery conversion. The system could function as a repurposing of a coal-fired plant 

into a thermal storage system that sells heat in addition to power. In this case, the 

connection to a district grid and the opportunity to sell heat would make the project 

justifiable or comparable to other CHP economic metrics. In larger district heating 

grid the optimization pushed to system to a thermal only solution. However, given the 

lower temperatures of district heating perhaps a large heat pump and simple 
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accumulator combination is a more viable solution. The software can provide Pareto 

charts that allow for the different actors involved, such as constructors or operators, 

to see the trade-offs in the different stages of construction or ownership of the 

project. These trade-offs including balancing the advantages of CHP plants. There 

may be scenarios where the combination of LCOS, LCOH and CAPEX are useful. 

The tool provided is also open-sourced so that different actors can use and change it 

according to their needs or make simple adjustments such as financial analysis at 

different equity/debt points. With more data about district heating networks, the 

software can be applied to quickly test the feasibility of implementing this repurposing 

to a particular plant. 

Previous literature has provided an analysis of the potential for improving operating 

power plants with thermal batteries. Whilst the reduced emissions and economic 

advantages are an improvement, the trend in Europe is that coal-fired power plants 

are closing. Finally, it is clear the energy market shapes the sizing of the market. In 

short, Carnot batteries could be implemented into markets with high price 

fluctuations, if the power blocks can be repurposed, the operational costs are kept 

low, and there is a heating demand market to be served.   



65 
 

Bibliography 
Aneke, M., Wang, M., 2016. Energy storage technologies and real life applications – 

A state of the art review. Appl. Energy 179, 350–377. 
https://doi.org/10.1016/j.apenergy.2016.06.097 

Basta, A., Basta, V., Spale, J., Dlouhy, T., Novotny, V., 2022. Conversion of 
combined heat and power coal-fired plants to Carnot batteries - Prospective 
sites for early grid-scale applications. J. Energy Storage 55, 105548. 
https://doi.org/10.1016/j.est.2022.105548 

Bauer, T., Prenzel, M., Klasing, F., Franck, R., Lützow, J., Perrey, K., Faatz, R., 
Trautmann, J., Reimer, A., Kirschbaum, S., 2022. Ideal‐Typical Utility 
Infrastructure at Chemical Sites – Definition, Operation and Defossilization. 
Chem. Ing. Tech. 94, 840–851. https://doi.org/10.1002/cite.202100164 

Benalcazar, P., 2021. Sizing and optimizing the operation of thermal energy storage 
units in combined heat and power plants: An integrated modeling approach. 
Energy Convers. Manag. 242, 114255. 
https://doi.org/10.1016/j.enconman.2021.114255 

Benalcazar, P., Kaszyński, P., Kamiński, J., 2021. Assessing the Effects of Uncertain 
Energy and Carbon Prices on the Operational Patterns and Economic Results 
of CHP Systems. Energies 14, 8216. https://doi.org/10.3390/en14248216 

Benini, M., Marracci, M., Pelacchi, P., Venturini, A., 2002. Day-ahead market price 
volatility analysis in deregulated electricity markets, in: IEEE Power 
Engineering Society Summer Meeting,. IEEE, Chicago, IL, USA, pp. 1354–
1359. https://doi.org/10.1109/PESS.2002.1043596 

BMUB, 2016. Climate Action Plan 2050: Principles and goals of the German 
government’s climate policy. Federal Ministry for the Environment, Nature 
Conservation, Building and Nuclear Safety (BMUB). 

Brauers, H., Braunger, I., Jewell, J., 2021. Liquefied natural gas expansion plans in 
Germany: The risk of gas lock-in under energy transitions. Energy Res. Soc. 
Sci. 76, 102059-. https://doi.org/10.1016/j.erss.2021.102059 

Buonocore, J.J., Salimifard, P., Michanowicz, D.R., Allen, J.G., 2021. A decade of 
the U.S. energy mix transitioning away from coal: historical reconstruction of 
the reductions in the public health burden of energy. Environ. Res. Lett. 16, 
054030. https://doi.org/10.1088/1748-9326/abe74c 

Caraballo, A., Galán-Casado, S., Caballero, Á., Serena, S., 2021. Molten Salts for 
Sensible Thermal Energy Storage: A Review and an Energy Performance 
Analysis. Energies 14, 1197. https://doi.org/10.3390/en14041197 

Chen, H., Cong, T.N., Yang, W., Tan, C., Li, Y., Ding, Y., 2009. Progress in electrical 
energy storage system: A critical review. Prog. Nat. Sci. 19, 291–312. 
https://doi.org/10.1016/j.pnsc.2008.07.014 

Clò, S., Cataldi, A., Zoppoli, P., 2015. The merit-order effect in the Italian power 
market: The impact of solar and wind generation on national wholesale 
electricity prices. Energy Policy 77, 79–88. 
https://doi.org/10.1016/j.enpol.2014.11.038 

Connolly, D., Lund, H., Mathiesen, B.V., 2016. Smart Energy Europe: The technical 
and economic impact of one potential 100% renewable energy scenario for 
the European Union. Renew. Sustain. Energy Rev. 60, 1634–1653. 
https://doi.org/10.1016/j.rser.2016.02.025 



66 
 

Crow, I.G., Shippen, K., 2002. 22 - Electricity generation, in: Snow, D.A. (Ed.), Plant 
Engineer’s Reference Book (Second Edition). Butterworth-Heinemann, 
Oxford, pp. 22–1. https://doi.org/10.1016/B978-075064452-5/50077-8 

Dincer, I., 2018. 1.7 Energy and Exergy Efficiencies, in: Dincer, I. (Ed.), 
Comprehensive Energy Systems. Elsevier, Oxford, pp. 265–339. 
https://doi.org/10.1016/B978-0-12-809597-3.00123-1 

Dong, S., Li, H., Wallin, F., Avelin, A., Zhang, Q., Yu, Z., 2019. Volatility of electricity 
price in Denmark and Sweden. Energy Procedia 158, 4331–4337. 
https://doi.org/10.1016/j.egypro.2019.01.788 

ENTSO-E, 2022. ENTSO-E Transparency Platform [WWW Document]. URL 
https://transparency.entsoe.eu/ (accessed 6.3.22). 

Fennell, P.S., 2019. Comparative Energy Analysis of Renewable Electricity and 
Carbon Capture and Storage. Joule 3, 1406–1408. 
https://doi.org/10.1016/j.joule.2019.06.003 

Frate, G.F., Ferrari, L., Desideri, U., 2020. Rankine Carnot Batteries with the 
Integration of Thermal Energy Sources: A Review. Energies 13, 4766. 
https://doi.org/10.3390/en13184766 

Gad, A.F., 2021. PyGAD: An Intuitive Genetic Algorithm Python Library. 
https://doi.org/10.48550/ARXIV.2106.06158 

Gonzalez-Salazar, M.A., Kirsten, T., Prchlik, L., 2018. Review of the operational 
flexibility and emissions of gas- and coal-fired power plants in a future with 
growing renewables. Renew. Sustain. Energy Rev. 82, 1497–1513. 
https://doi.org/10.1016/j.rser.2017.05.278 

Goto, M., Karolyi, G.A., 2004. Understanding Electricity Price Volatility Within and 
Across Markets. SSRN Electron. J. https://doi.org/10.2139/ssrn.576982 

Grünewald, P., Cockerill, T., Contestabile, M., Pearson, P., 2011. The role of large 
scale storage in a GB low carbon energy future: Issues and policy challenges. 
Energy Policy 39, 4807–4815. https://doi.org/10.1016/j.enpol.2011.06.040 

Gutierrez, A., Miró, L., Gil, A., Rodríguez-Aseguinolaza, J., Barreneche, C., Calvet, 
N., Py, X., Inés Fernández, A., Grágeda, M., Ushak, S., Cabeza, L.F., 2016. 
Advances in the valorization of waste and by-product materials as thermal 
energy storage (TES) materials. Renew. Sustain. Energy Rev. 59, 763–783. 
https://doi.org/10.1016/j.rser.2015.12.071 

Hansen, K., Breyer, C., Lund, H., 2019. Status and perspectives on 100% renewable 
energy systems. Energy 175, 471–480. 
https://doi.org/10.1016/j.energy.2019.03.092 

Hart, W.E., Hackebeil, G.A., Laird, C.D., Nicholson, B.L., Siirola, J.D., Watson, J.-P., 
Woodruff, D.L., 2017. Pyomo - Optimization Modeling in Python, 2nd ed. 
2017. ed, Springer Optimization and Its Applications. Springer International 
Publishing : Imprint: Springer, Cham. https://doi.org/10.1007/978-3-319-58821-
6 

IEA, n.d. Energy Storage [WWW Document]. IEA. URL https://www.iea.org 
(accessed 5.31.22). 

IPCC, 2022. Climate Change 2022: Impacts, Adaptation and Vulnerability. IPCC. 
IRENA, n.d. Renewable Power Generation Costs in 2020 (No. 978-92-9260-348–9). 
JRC, 2022. Heating and cooling degree days - statistics [WWW Document]. URL 

https://ec.europa.eu/eurostat/statistics-



67 
 

explained/index.php?title=Heating_and_cooling_degree_days_-_statistics 
(accessed 10.5.22). 

Kosman, G., Rusin, A., 2001. The influence of the start-ups and cyclic loads of steam 
turbines conducted according to European standards on the component’s life. 
Energy 26, 1083–1099. https://doi.org/10.1016/S0360-5442(01)00071-8 

Kosman, W., Rusin, A., 2020. The Application of Molten Salt Energy Storage to 
Advance the Transition from Coal to Green Energy Power Systems. Energies 
13, 2222. https://doi.org/10.3390/en13092222 

Kosowski, P., Kosowska, K., 2021. Valuation of energy security for natural gas— 
european example. Energ. Basel 14, 2678-. 
https://doi.org/10.3390/en14092678 

Krüger, M., Muslubas, S., Loeper, T., Klasing, F., Knödler, P., Mielke, C., 2020. 
Potentials of Thermal Energy Storage Integrated into Steam Power Plants. 
Energies 13, 2226. https://doi.org/10.3390/en13092226 

Lazard, 2021. Lazard’s  Levelized Cost of Storage Analysis—Version 7.0. 
Li, B., Zhang, J., Ghoreishi-Madiseh, S.A., Rodrigues de Brito, M.A., Deng, X., 

Kuyuk, A.F., 2020. Energy performance of seasonal thermal energy storage in 
underground backfilled stopes of coal mines. J. Clean. Prod. 275, 122647. 
https://doi.org/10.1016/j.jclepro.2020.122647 

Li, W., Li, T., Wang, H., Dong, J., Li, Y., Cui, D., Ge, W., Yang, J., Onyeka Okoye, M., 
2019. Optimal Dispatch Model Considering Environmental Cost Based on 
Combined Heat and Power with Thermal Energy Storage and Demand 
Response. Energies 12, 817. https://doi.org/10.3390/en12050817 

McTigue, J., 2016. Analysis and optimisation of thermal energy storage (Thesis). 
Department of Engineering, University of Cambridge. 
https://doi.org/10.17863/CAM.7084 

Mecheri, M., Le Moullec, Y., 2016. Supercritical CO2 Brayton cycles for coal-fired 
power plants. Energy 103, 758–771. 
https://doi.org/10.1016/j.energy.2016.02.111 

Meroueh, L., Chen, G., 2020. Thermal energy storage radiatively coupled to a 
supercritical Rankine cycle for electric grid support. Renew. Energy 145, 604–
621. https://doi.org/10.1016/j.renene.2019.06.036 

Michael Geyer, Franz Trieb, Stefano Giuliano, 2020. Repurposing of existing coal-
fired power plants into Thermal Storage Plants for renewable power in Chile. 
German Aerospace Center (DLR). 

Mishra, H., Patidar, B., Pante, A.S., Sharma, A., 2019. Mathematical modelling, 
simulation and experimental validation of resistance heating and induction 
heating techniques for E-waste treatment. IET Electr. Power Appl. 13, 487–
493. https://doi.org/10.1049/iet-epa.2018.5535 

Molyneaux, A., 2005. A practical evolutionary method for the multi-objective 
optimisation of complex integrated energy systems including vehicle 
drivetrains. https://doi.org/10.5075/EPFL-THESIS-2636 

Neises, T., Turchi, C., 2019. Supercritical carbon dioxide power cycle design and 
configuration optimization to minimize levelized cost of energy of molten salt 
power towers operating at 650 °C. Sol. Energy 181, 27–36. 
https://doi.org/10.1016/j.solener.2019.01.078 



68 
 

Novotny, V., Basta, V., Smola, P., Spale, J., 2022. Review of Carnot Battery 
Technology Commercial Development. Energies 15, 647. 
https://doi.org/10.3390/en15020647 

Pleßmann, G., Erdmann, M., Hlusiak, M., Breyer, C., 2014. Global Energy Storage 
Demand for a 100% Renewable Electricity Supply. Energy Procedia 46, 22–
31. https://doi.org/10.1016/j.egypro.2014.01.154 

Roth, W., 2020. Resistance heating. Access Sci. https://doi.org/10.1036/1097-
8542.582300 

Ruhnau, O., Hirth, L., Praktiknjo, A., 2019. Time series of heat demand and heat 
pump efficiency for energy system modeling. Sci. Data 6, 189. 
https://doi.org/10.1038/s41597-019-0199-y 

RWE, 2022. RWE Innovation Centre – StoretoPower [WWW Document]. URL 
https://www.rwe.com/en/research-and-development/rwe-innovation-
centre/energy-storage/thermal-storage-power-station-storetopower (accessed 
6.2.22). 

Sandoff, A., Williamsson, J., 2016. 14 - Business models for district heating, in: 
Wiltshire, R. (Ed.), Advanced District Heating and Cooling (DHC) Systems, 
Woodhead Publishing Series in Energy. Woodhead Publishing, Oxford, pp. 
293–317. https://doi.org/10.1016/B978-1-78242-374-4.00014-8 

Siemens Gamesa, 2020. Thermal energy storage with ETES I Siemens Gamesa 
[WWW Document]. URL 
https://web.archive.org/web/20200508215243/https://www.siemensgamesa.co
m/products-and-services/hybrid-and-storage/thermal-energy-storage-with-etes 
(accessed 6.8.22). 

Siemens Gamesa, 2019. World first: Siemens Gamesa begins operation of its 
innovative electrothermal energy storage system [WWW Document]. URL 
https://www.siemensgamesa.com/en-int/newsroom/2019/06/190612-siemens-
gamesa-inauguration-energy-system-thermal (accessed 6.8.22). 

Simonsen, I., 2005. Volatility of power markets. Phys. Stat. Mech. Its Appl. 355, 10–
20. https://doi.org/10.1016/j.physa.2005.02.062 

Spath, P.L., Mann, M.K., Kerr, D.R., 1999. Life Cycle Assessment of Coal-fired 
Power Production (No. NREL/TP-570-25119, 12100). 
https://doi.org/10.2172/12100 

Subcommittee, P.M., 1979. IEEE Reliability Test System. IEEE Trans. Power Appar. 
Syst. PAS-98, 2047–2054. https://doi.org/10.1109/TPAS.1979.319398 

Topel, M., Guédez, R., Laumert, B., 2015. Impact of Increasing Steam Turbine 
Flexibility on the Annual Performance of a Direct Steam Generation Tower 
Power Plant. Energy Procedia, International Conference on Concentrating 
Solar Power and Chemical Energy Systems, SolarPACES 2014 69, 1171–
1180. https://doi.org/10.1016/j.egypro.2015.03.196 

Trevisan, S., Wang, W., Laumert, B., 2021. Coatings utilization to modify the effective 
properties of high temperature packed bed thermal energy storage. Appl. 
Therm. Eng. 185, 116414. 
https://doi.org/10.1016/j.applthermaleng.2020.116414 

Turchi, C.S., Vidal, J., Bauer, M., 2018. Molten salt power towers operating at 600–
650 °C: Salt selection and cost benefits. Sol. Energy 164, 38–46. 
https://doi.org/10.1016/j.solener.2018.01.063 



69 
 

Uhlenhuth, K., March 23, E.N.N., 2020, 2020. Coal-fired power plants finding new 
uses as data centers, clean energy hubs [WWW Document]. Energy News 
Netw. URL http://energynews.us/2020/03/23/coal-fired-power-plants-finding-
new-uses-as-data-centers-clean-energy-hubs/ (accessed 6.20.22). 

Union of Concerned Scientists, 2015. Rating the States on Their Risk of Natural Gas 
Overreliance. Union of Concerned Scientists. 

van der Ploeg, F., Rezai, A., 2020. The risk of policy tipping and stranded carbon 
assets. J. Environ. Econ. Manag. 100, 102258. 
https://doi.org/10.1016/j.jeem.2019.102258 

Vohra, K., Vodonos, A., Schwartz, J., Marais, E.A., Sulprizio, M.P., Mickley, L.J., 
2021. Global mortality from outdoor fine particle pollution generated by fossil 
fuel combustion: Results from GEOS-Chem. Environ. Res. 195, 110754. 
https://doi.org/10.1016/j.envres.2021.110754 

Wagner, S.J., Rubin, E.S., 2014. Economic implications of thermal energy storage for 
concentrated solar thermal power. Renew. Energy 61, 81–95. 
https://doi.org/10.1016/j.renene.2012.08.013 

Wang, Y., Lou, S., Wu, Y., Wang, S., 2020. Flexible Operation of Retrofitted Coal-
Fired Power Plants to Reduce Wind Curtailment Considering Thermal Energy 
Storage. IEEE Trans. Power Syst. 35, 1178–1187. 
https://doi.org/10.1109/TPWRS.2019.2940725 

Weron, R., 2014. Electricity price forecasting: A review of the state-of-the-art with a 
look into the future. Int. J. Forecast. 30, 1030–1081. 
https://doi.org/10.1016/j.ijforecast.2014.08.008 

White, A., Parks, G., Markides, C.N., 2013. Thermodynamic analysis of pumped 
thermal electricity storage. Appl. Therm. Eng., Includes Special Issue: PRO-
TEM Special Issue 53, 291–298. 
https://doi.org/10.1016/j.applthermaleng.2012.03.030 

Zanganeh, G., Khanna, R., Walser, C., Pedretti, A., Haselbacher, A., Steinfeld, A., 
2015. Experimental and numerical investigation of combined sensible–latent 
heat for thermal energy storage at 575°C and above. Sol. Energy 114, 77–90. 
https://doi.org/10.1016/j.solener.2015.01.022 

Zhang, H., Liang, W., Liu, J., Wang, J., 2020. Modeling and Energy Efficiency 
Analysis of Thermal Power Plant with High Temperature Thermal Energy 
Storage (HTTES). J. Therm. Sci. 29, 1025–1035. 
https://doi.org/10.1007/s11630-020-1310-6 

Zurita, A., Mata-Torres, C., Cardemil, J.M., Guédez, R., Escobar, R.A., 2021. Multi-
objective optimal design of solar power plants with storage systems according 
to dispatch strategy. Energy 237, 121627. 
https://doi.org/10.1016/j.energy.2021.121627 

 

  



70 
 

Appendix: Preliminary Studies 
Two pivotal preliminary studies were carried out to quickly predict whether a given 

energy market is conducive to Carnot Batteries. First is the rolling standard variance. 

This is an application of the standard variance, the basic statistical analysis tool, to 

the electricity price in a window of 24 hours. The result then shows how much the 

electricity price varies in a daily cycle, which is relevant for the industry and the 

Carnot battery. Secondly, a volatility analysis was carried out. Volatility is a measure 

of whether an energy market is predictable. There are several methods for 

quantifying volatility but the analysis carried out here is based on the work of Benini 

et al (2002).To get the expected price the price of an earlier similar point with 

accounting for the day of the week and the demand at both points expected and 

earlier points. Similar points are based on the days of the week: Sunday, Mondays, 

Tuesday, Friday, and Saturday are compared to the prior week. Wednesday and 

Thursdays are compared to the point 24 hours prior. The standard variance of the 

difference between this simple expected price and the actual value at that point is the 

volatility over a period. Benini et al. (2002) have applied a two-week perspective but 

here the daily scale is more relevant. 

 

𝑆𝑡𝑎𝑛𝑑𝑎𝑟𝑑 𝑉𝑎𝑟𝑖𝑎𝑛𝑐𝑒 =  ∑ √
1

23
∑ (𝑃𝑟𝑖𝑐𝑒ℎ𝑜𝑢𝑟 − 𝑃𝑟𝑖𝑐𝑒̅̅ ̅̅ ̅̅ ̅)2

24

ℎ𝑜𝑢𝑟=1

365

𝑑𝑎𝑦=1

 

Equation 19 

𝑃𝑟𝑖𝑐𝑒ℎ𝑜𝑢𝑟,𝑒𝑥𝑝𝑒𝑐𝑡𝑒𝑑 = 𝑃𝑟𝑖𝑐𝑒𝑠𝑖𝑚𝑖𝑙𝑎𝑟 ∙
𝐿𝑜𝑎𝑑ℎ𝑜𝑢𝑟

𝐿𝑜𝑎𝑑𝑠𝑖𝑚𝑖𝑙𝑎𝑟
 

Equation 20 

 

𝑢ℎ𝑜𝑢𝑟 = 𝑃𝑟𝑖𝑐𝑒ℎ𝑜𝑢𝑟 − 𝑃𝑟𝑖𝑐𝑒ℎ𝑜𝑢𝑟,𝑒𝑥𝑝𝑒𝑐𝑡𝑒𝑑 

Equation 21 

𝑉𝑜𝑙𝑎𝑡𝑖𝑙𝑖𝑡𝑦 =  ∑ √
1

23
∑ (𝑢ℎ𝑜𝑢𝑟 − 𝑢ℎ𝑜𝑢𝑟̅̅ ̅̅ ̅̅ ̅)2

24
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365
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Equation 22 

So whilst the price has to vary, be different at different hours, to be volatile, it is 

possible that the price varies systematically and thus is varied but not volatile. On 

one hand, a varied electricity market is more welcoming for a Carnot battery, since it 
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shows that there are low and high points to buy and sell electricity. Volatility on the 

other hand goes against the underlying assumption that the dispatch can predict. 

Since time to run the dispatch model is a constraint, the countries with high variance 

and lower volatility were focused on since the results they were more likely to lead to 

robust results. Romanian had in that sense exemplary numbers. The Nordics are not 

very relevant for this study since no coal-fired power plants are closing there. 

However, the analysis shows that the low and stable electricity prices are neither 

varied nor volatile. Another supporting element is that neighboring countries also 

have similar variance and volatility spikes. 

Table 5 Analysis of Standard Variation and Volatility for Selected Bidding Codes. 

Bidding Code 
Standard 
Variation 

Volatility 

RO 106.1 1477.6 

FR 84.6 2230.1 

CH 84.5 1364.9 

BE 79.9 2478.6 

ES 75.1 2009.3 

PT 75.1 1997.6 

DE_LU 74.4 1887.6 

CZ 72.2 1566.9 

SE_4 64.7 3252.8 

DK_2 68.3 3083.2 

EE 68.3 2823.5 

FI 66.1 3132.9 

DK_1 65.2 2441.6 

SE_3 60.2 3092.8 

NO_1 49.5 1688.1 

NO_2 49.0 1534.8 

NO_5 48.8 1638.1 

NO_3 26.7 2046.1 

SE_2 28.5 2777.8 

SE_1 28.4 2678.7 

NO_4 26.1 1952.2 
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Appendix: Carbon equivalent 
Carbon intensity data for Germany was obtained via the academic license of the 

electricity Map (2022). Carbon accounting is a complex field of its own with the 

intricate discussion surrounding whether marginal or average values should be 

applied. Combining the grid’s carbon intensity and the electricity pricing it is possible 

to test if the price matches with carbon intensity. If the price is positively correlated 

with the emissions, the Carnot battery does not need any more signals to operate in 

a way that reduces the overall impact of the grid. The hypothesis is that both price 

and carbon intensity drops as renewables come to full capacity. So a very simple 

regression is carried out to test if that is the case, in Germany in 2021. The results 

however are not very promising. 

 

At a glance, there are lulls in both the price and carbon intensity which seem to point 

to a correlation. However, a simple linear regression shows statistical insignificance 

and a weak effect. There are many hours with low prices and a high carbon footprint 

and no hours with a high prices and a low carbon footprint. Extrapolating such weak 

patterns to 30 years is questionable. Therefore, another mechanism or signal needs 

to be implemented if the carbon equivalent emissions should be optimized for the 

dispatch. It is possible to optimize for a reduction in carbon emissions, but 

conversely, the reduced financial prospects make its implementation unlikely. 
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Appendix Choice of Optimizer module 
While it is possible to custom-write a solver, there are reputable projects which have 

done this. The criteria for the choice of optimization module were based on whether 

the project was open-sourced, threading, warm start, and finally whether it could deal 

with the second stage of optimization which is non-linear.  

The concept of open-sourced is defined if the project’s underlying code is made 

available including but not necessarily for contributions if the code is made available 

for free, and what licensing the code is under. There are commercial applications that 

often obfuscate the source code to protect their intellectual property and sell it as a 

product or service. These commercial codes have academic licensing which means 

that students and researchers have access to the product. It does mean that 

academic work can be reasonably reproduced, and for-profit use can support its use. 

Commercial applications have the benefit of being supported by a well-funded 

company. It is not ideal as this is still subject to licensing and protection of intellectual 

property.  

Threading is the process of separating the calculation over several parallel processes 

(or threads), it adds complexity to the system as processes that depend on each 

other can lead to deadlock and non-negligible random errors can occur. Certain 

processes benefit more from threading than others depending on how they are set in 

the machine. The upside is that the resources of a computer are better utilized, 

leading to the process running significantly faster. Since solving the model is by far 

the slowest step in the process if the solver can use multithreading the bottleneck is 

avoided or at least alleviated. Another way of speeding up the solving mechanism is 

to allow for a warm start (not to be confused with a hot start in turbine maintenance). 

A warm start is the usage of mathematical features as well as starting points from 

another earlier solution of the optimization. Since the optimization is broken down 

into weeks, there is a very similar process being repeated. A solver that allows for a 

warm start can store the mathematical features of the problem, in the form of 

matrixes, as well as the previous solution as a starting point. Finally, whilst the 

simplified dispatching is built as a linear problem, the sizing is non-linear. For a given 

unknown x, linear optimization problems are those which depend on x1 formulations, 

that no x2, two unknowns xy, or noncontinuous equations can be presented (although 

some linear solvers can deal with the power of two but not higher-order) or two 

unknowns to be solved for multiplied. These are mathematically quicker to estimate 

because their derivatives can be used to establish the trend. The dispatch, which in 

this case is a means to the end of establishing the sizing is formulated as a linear 

problem. However, the non-linear problem of the sizing needs to be addressed thusly 

it is good to map out which solvers can deal with non-linear problem formulations. 

Finally, two solvers were used, CBC and PYGAD, for the linear and non-linear levels 

respectively. Pyomo was used as the higher-level language for the CBC model. 
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Table 6 Summary of relevant optimization models evaluated. 

Optimizer 
name 

Method Open-Sourced 
(commercial, 
academic, free, 
or free open-
source) 

Threading Warm 
start 

Non-linear 
optimization 

GLPK Linear 
Programming 

Free and Open-
Source 

No No No 

Ipopt Inside point 
Optimization 

Free and Open-
Source, 
dependencies 
can be under an 
academic license 

No No Yes 

CBC Branch and 
Cut with 
Multiple 
Integer Linear 
Programming 

Free and Open-
Sourced 

Yes Yes No 

CVXPY Several Free and Open-
Sourced 

Yes Yes Yes 

PyGAD Genetic 
Algorithm 

Free and Open-
Source 

Possible 
but no 
benefit 

No Yes 

Cplex Simplex Academic Yes Yes No 

Gurobi Several 
methods 

Academic Yes Yes Yes 

Matlab Supported 
language with 
built-in 
optimization 

Academic Yes Yes Yes 
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Appendix: Source Code 
 

The code is available with an MIT license on GitHub. The code is in its infancy so 

many of the established computer science practices are not in place. The method is 

transparent and can be applied in different settings or improved upon. This is a living 

resource under development. 

https://github.com/VartanAhrensKayayan/carnot-battery-technoeconomic-optimizer 

https://github.com/VartanAhrensKayayan/carnot-battery-technoeconomic-optimizer

